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Since 2010 Weitkowitz belongs to the Intercable 
Group. Intercable is one of the world’s leading manu-
facturers of professional electrical products for Utili-
ties, Power Boards, Contractors, Electricians and In-
dustry. Our main ambition it is to improve efficiency, 
safety and quality of our customers’ daily work. As a 
family owned company, established in 1972, today we 
count more than 600 employees in our manufacturing 
plants located in the north of Italy and in Germany 

For over 100 years, the Weitkowitz brand has stood 
for quality products in the electrical industry. With our 
cable lugs, connectors and tools we supply many well-
known manufacturers in the field of wind energy. Al-
ready in the 80s we had intensive cooperation with our 
wind customers. Our slogan: „A secure connection ... 
guaranteed!“ Is a promise our customers from all over 

the world rely on every day. While it used to be stan-
dard cable lugs, more and more special items are now 
creating solutions that save Weitkowitz customers 
time and money.

WIND ENERGY AT WEITKOWITZ ... A SUCCESS STORY

QUALITY CERTIFICATIONS

C E R T I F I C A T E  O F  C O MP L I A N C E
Certificate Number 20151223- E314146
Report Reference E314146-20071213

Issue Date 2015-DECEMBER-23

Bruce Mahrenholz, Director North American Certification Program

UL LLC

Any information and documentation inv olv ing UL Mark services are provided on behalf of UL LLC (UL) or any authorized licensee of UL. For questions, please 
contact a local UL Customer Service Representative at http://ul.com/aboutul/locations/
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Issued to: WEITKOWITZ KABELSCHUHE UND WERKZEUGE
GMBH
WOLTORFER STR 125
31224 PEINE GERMANY

This is to certify that
representative samples of

WIRE CONNECTORS AND SOLDERING LUGS
See Addendum Page for Models

Have been investigated by UL in accordance with the 
Standard(s) indicated on this Certificate.

Standard(s) for Safety: UL 486A-486B and CSA C22.2 No. 65-13, Standard for 
Wire Connectors

Additional Information: See the UL Online Certifications Directory at
www.ul.com/database for additional information

Only those products bearing the UL Certification Mark should be considered as being covered by UL's 
Certification and Follow-Up Service. 

Look for the UL Certification Mark on the product. 

Quality Management System ISO 9001:2008

Headquarter Intercable - Italy

Plant Weitkowitz - Germany

UL-Certificate of Compliance UL-Certifications
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Have we piqued your interest?
Please contact us so that we can successfully implement your solution together.

WIND ENERGY AT WEITKOWITZ ... A SUCCESS STORY

C8-CRIMP
•	 for professional connection with flexible aluminum cables of conductor 

class 5.
•	 the extremely intense pressing contour ensures a breakdown of the 

oxidation the surface of the individual strands
•	 excellent electrical and mechanical properties of the connection
•	 flexible aluminum cables (ladder 5) are finding more and more often 

application in wind turbines
•	 your special application will be validated by us.

RECTANGULAR CABLE LUGS AND 
CONNECTORS
•	 material, copper, tinned
•	 For pressing flat conductor packages
•	 The conductor package can be plugged directly into the sleeve
•	 there is no preliminary round (two steps become one)
•	 time and cost halving

TOWER CONNECTOR FOR CONNECTING 
THE POWER CABLES
•	 materials, optionally Cu or Al, tinned prefabricated on the ground 

possible
•	 easy, fast and technically safe installation in the tower through 

screw connection by torque tool
•	 shortening of assembly time in tower construction
•	 easy handling during service and maintenance
•	 phase identification possible with colored markings

SPECIAL TOOLS FOR WIDE PRESSING
•	 Press heads in C-shape 200 or 400 kN
•	 for mass production with heavy use
•	 due to the high pressing forces, press widths up to max. 30 mm be 

realized even with large cross sections; consequently, less are pressing 
operations required

•	 the open C-head allows for quick, easy insertion and remove the cable 
lugs / connectors

•	 time and cost optimization
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Tower 
connector Tubular 

butt-connectors

Compression bolts

Cable lugs

Insulated terminals

A SAFE CONNECTION.
GUARANTEED!
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TUBULAR CABLE LUGS,
TUBULAR CABLE LUGS 
WITH 90° ANGLE AND
BUTT-CONNECTORS

TUBULAR CABLE LUGS AND 
BUTT-CONNECTORS
SIEMENS NORM SN 71322

TUBULAR CABLE LUGS 
COPPER

TUBULAR CABLE LUGS 
AUMINIUM AND
BI-MATERIAL

CUTTING TOOLS 
HYDRAULIC PUMPS 
ACCESSORIES

CRIMPING TOOLS

15 - 20

21 - 28

29 - 39

51 - 60

40 - 50

5 - 14

CONTENT
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cross section 
mm2

flat hole 
M

art.-no.
without inspecting hole

dimensions in mm weight
100 pcs./kg

packing unit
(pcs.)

art.-no.
with inspecting hole

tool
recommendationd1 d3 d2 b l a

0,5 – 0,75 3 13000* 1,4 3 3,2 6,5 12,5 6 0,07 100 –

4 13001* 4,3 8,5 14 0,08 100 –

5 13002* 5,3 10 15 0,10 100 –

1,0 – 1,5 3 13005* 1,9 3,9 3,2 6,5 14 6 0,12 100 –

4 13006* 4,3 8,5 15 0,14 100 –

5 13007* 5,3 10 16 0,15 100 –

6 13008* 6,4 11 18 0,17 100 –

2,5 4 13010* 2,4 4,4 4,3 8,5 15 6,5 0,16 100 –

5 13011* 5,3 10 16 0,18 100 –

6 13012* 6,4 11 18 0,19 100 –

8 13013* 8,4 13 20 0,22 100 –

4 4 13015* 3 5 4,3 8,5 17 8 0,22 100 –

5 13016* 5,3 10 18 0,24 100 –

6 13017* 6,4 11 20 0,26 100 –

8 13018* 8,4 14 22 0,30 100 –

6 4 16020 3,5 6,5 4,3 10 19 9 0,46 100 15215

5 16021 5,3 10 20 0,47 100 15216

6 16022 6,4 11 21,5 0,54 100 15217

8 16023 8,4 15 24 0,59 100 15218

10 16024 10,5 18 26 0,64 100 15219

12 16025 13 19 27,5 0,64 100 15220

10 4 15204 4,5 7 4,3 12 20 10 0,46 100 15221

5 15205 5,3 12 21 0,48 100 15222

6 15206 6,4 12 22,5 0,52 100 15223

8 15207 8,4 15 25 0,58 100 15224

10 15208 10,5 18 27 0,63 100 15225

12 15209 13 20 28,5 0,67 100 15226

16 4 15299 5,5 8,5 4,3 12 24 13 0,82 100 15227

5 15210 5,3 12 25 0,89 100 15228

6 15211 6,4 12 26,5 0,96 100 15229

8 15212 8,4 15 29 1,03 100 15230

10 15213 10,5 18 31 1,10 100 15231

12 15214 13 19 32 1,08 100 15232

25 5 16296 7 10 5,3 15 33,5 15 1,52 100 15234

6 16215 6,4 15 31,5 1,31 100 15235

8 16216 8,4 16 33 1,29 100 15236

10 16217 10,5 18 34,5 1,46 100 15237

12 16218 13 20 36 1,56 100 15238

14 16219 15 22 39 1,66 100 15239

16 16295 17 24 42 1,73 100 15240

Stilo 1 , H
H

W
 20, H

PW
 20, H

PW
 17, APW

 20, Stilo 20

W
Z 21

W
W

 10/120

W
W

 6/70
Material: Cu according to DIN EN 13600
Surface: tin plated 
Type: without or optionally with inspection hole

* not UL permitted

TUBULAR CABLE LUGS - EURO-SERIES
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cross section 
mm2

flat hole 
M

art.-no.
without inspecting hole

dimensions in mm weight
100 pcs./kg

packing unit
(pcs.)

art.-no.
with inspecting hole

tool
recommendationd1 d3 d2 b l a

35 6 16220 8,5 12 6,4 17 33 17 2,07 100 15241

8 16221 8,4 17 34 2,18 100 15242

10 16222 10,5 20 36,5 2,19 100 15243

12 16223 13 22 37,5 2,24 100 15244

14 16281 15 23 40 2,44 100 15245

16 16292 17 28 44 2,60 100 15246

50 6 16224 10 14 6,4 20 37 19 3,01 100 15248

8 16225 8,4 20 39 3,05 100 15249

10 16226 10,5 20 40,5 3,13 100 15250

12 16227 13 23 42 3,22 100 15251

14 16282 15 23 44 3,51 100 15252

16 16228 17 27 46 3,55 100 15253

20 16297 21 30,5 52,5 3,94 100 15254

70 6 16229 12 16,5 6,4 24 40,5 21 4,11 25 15256

8 16230 8,4 24 42,5 4,69 25 15257

10 16231 10,5 24 43,5 4,66 25 15258

12 16232 13 24 45 4,83 25 15259

14 16283 15 25 46 4,91 25 15260

16 16233 17 28 48,5 4,96 25 15261

20 16234 21 29 52 5,29 25 15262

95 6 16290 13,5 18 6,4 26 43 23 4,95 25 15263

8 16235 8,4 26 46 5,36 25 15264

10 16236 10,5 26 47 5,56 25 15265

12 16237 13 26 48 5,51 25 15266

14 16284 15 26 51,5 5,89 25 15267

16 16238 17 28 51 5,85 25 15268

20 16239 21 30 55 6,24 25 15269

120 8 16285 15 20 8,4 29 49,5 26 7,33 25 15271

10 16240 10,5 29 52 7,99 25 15272

12 16241 13 29 51,5 8,35 25 15273

14 16286 15 30 53 8,14 25 15274

16 16242 17 30 55 8,07 25 15275

20 16243 21 35 60 8,90 25 15276

APW
 30, H

H
W

 30, APW
 35, H

H
W

 35, H
PW

 15, H
PW

 17, Stilo 1

W
W

 6/70

AP 10, H
H

W
 10, H

PW
 10, APW

 20, H
H

W
 20, H

PW
 20, Stilo 20

W
W

 10/120

TUBULAR CABLE LUGS - EURO-SERIES

Material: Cu according to DIN EN 13600
Surface: tin plated 
Type: without or optionally with inspection hole
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cross section 
mm2

flat hole 
M

art.-no.
without inspecting hole

dimensions in mm weight
100 pcs./kg

packing unit
(pcs.)

art.-no.
with inspecting hole

tool
recommendationd1 d3 d2 b l a

150 8 16244 16,8 21,3 8,4 31 55,5 29 7,89 25 15278

10 16245 10,5 31 56,5 8,37 25 15279

12 16246 13 31 56 8,07 25 15280

14 16287 15 31 57 8,30 25 15281

16 16247 17 31 58 8,36 25 15282

20 16248 21 35 63 8,75 25 15283

185 8 13293 19 24 8,4 35 58 30 10,37 25 13793

10 13249 10,5 35 59 10,71 25 13749

12 13250 13 35 58,5 10,60 25 13750

14 13288 15 35 61 10,98 25 13788

16 13251 17 35 63 10,86 25 13751

20 13252 21 35 66 11,78 25 13752

240 8 13253 21 26 8,4 38 67 35 12,40 25 13753

10 13254 10,5 38 67 12,97 25 13754

12 13255 13 38 67 13,41 25 13755

14 13289 15 38 69 13,36 25 13789

16 13256 17 38 69,5 13,56 25 13756

20 13257 21 38 71 13,80 25 13757

300 10 13259 24 30 10,5 44 79,5 42 20,77 20 13759

12 13260 13 44 82 21,18 20 13760

14 13290 15 44 84 22,19 20 13790

16 13261 17 44 85 21,94 20 13761

20 13262 21 44 85 22,40 20 13762

400 10 13263 27,5 33,5 10,5 49 92 47 27,90 15 13763

12 13264 13 49 92 27,85 15 13764

16 13265 17 49 92 27,65 15 13765

20 13266 21 49 92 27,80 15 13766

500 12 13269* 31 38 13 55,5 113 70 49,38 5 13769*

16 13270 17 55,5 113 49,38 5 13770

20 13271 21 55,5 113 48,56 5 13771

630 16 13275* 34 41 17 60 115 70 51,35 5 13775*

20 13276* 21 60 115 50,60 5 13776*

H
PW

 18

AP 10, H
H

W
 10 + H

PW
 10

Stilo 1

APW
 30 + H

H
W

 30, H
PW

 17

APW
 20, H

H
W

 20 + H
PW

 20, APW
 35 + H

H
W

 35, Stilo 20

* not UL permitted

TUBULAR CABLE LUGS - EURO-SERIES

Material: Cu according to DIN EN 13600
Surface: tin plated 
Type: without or optionally with inspection hole
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for switchgear connections
Material: Cu according to DIN EN 13600, 
Surface: tin plated

cross section 
mm2

flat hole 
M

art.-no. dimensions in mm weight
100 pcs./kg

packing unit
(pcs.)

tool
recommendationd1 d3 d2 b l a

35 6 18220 8,5 12 6,4 15 33 17 1,93 25

8 18221 8,4 15 35 1,90 25

50 6 18224 10 14 6,4 15 37 19 2,69 25

8 18225 8,4 17 39 2,79 25

10 18226 10,5 17 41 2,79 25

70 6 18229 11,8 16,5 6,4 17 41 21 3,99 25

8 18230 8,4 17 43 4,38 25

10 18231 10,5 17 45 4,40 25

12 18232 13 19 46 4,53 25

95 6 18290 13,5 18 6,4 19 43 23 4,78 25

8 18235 8,4 19 45 4,98 25

10 18236 10,5 19 47 5,36 25

12 18237 13 19 48 5,20 25

120 6 18280 14,7 20 6,4 20 49 26 6,43 10

8 18285 8,4 20 51 7,12 10

10 18240 10,5 20 53 6,70 10

12 18241 13 20 54 7,12 10

150 6 18294 16,3 21,3 6,4 19 53 29 7,01 10

8 18244 8,4 19 55 7,31 10

10 18245 10,5 19 56 7,63 10

12 18246 13 22 59 7,63 10

16 18247 17 26 62 8,33 10

185 10 18249 18,7 24 10,5 26 60 30 10,78 10

12 18250 13 26 59,5 10,27 10

16 18251 17 26 64 10,81 10

240 10 18254 21 26 10,5 30 65 35 12,80 5

12 18255 13 30 65 11,71 5

16 18256 17 30 68 12,11 5

300 10 18259 23,5 30 10,5 30 76 42 19,66 5

12 18260 13 30 79 20,08 5

16 18261 17 30 81 20,60 5

APW
 30, H

H
W

 30, H
PW

 17, H
PW

 15, APW
 35, H

H
W

 35

W
W

 6/70

APW
 20, H

H
W

 20, H
PW

 20

W
W

 10/120

Type with inspection
hole or angle on request.

TUBULAR CABLE LUGS WITH NARROW FLANGE - EURO-SERIES
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cross section 
mm2

flat hole 
M

art.-no. dimensions in mm weight
100 pcs./kg

packing unit
(pcs.)

tool
recommendationd1 d3 d2 b l a

0,5 – 0,75 3 13100* 1,4 3 3,2 6,5 7,5 5 0,09 100

4 13101* 4,3 8,5 8,5 0,10 100

5 13102* 5,3 10 9,5 0,10 100

1,0 – 1,5 3 13105* 1,9 3,9 3,2 6,5 8 5 0,16 100

4 13106* 4,3 8,5 9 0,16 100

5 13107* 5,3 10 10 0,16 100

6 13108* 6,4 11 12 0,15 100

2,5 4 13110* 2,4 4,4 4,3 8,5 9,2 5,5 0,18 100

5 13111* 5,3 10 10,2 0,19 100

6 13112* 6,4 11 12,2 0,22 100

8 13113* 8,4 14 14,2 0,23 100

4 4 13115* 3 5 4,3 8,5 9,5 7 0,25 100

5 13116* 5,3 10 10,5 0,24 100

6 13117* 6,4 11 12,5 0,29 100

8 13118* 8,4 14 14,5 0,30 100

6 4 16120 3,5 6,5 4,3 10 10,3 8 0,52 100

5 16121 5,3 11 11,2 0,56 100

6 16122 6,4 11 13,3 0,62 100

8 16123 8,4 15 15,3 0,64 100

10 16124 10,5 18 17,2 0,68 100

12 16125 13 20 18,2 0,66 100

10 5 15305 4,5 7 5,3 12 11,5 9 0,54 100

6 15306 6,4 12 12,5 0,59 100

8 15307 8,4 15 15,5 0,68 100

10 15308 10,5 18 17,5 0,70 100

12 15309 13 20 18,5 0,70 100

16 5 15310 5,5 8,5 5,3 12 13 12 1,09 100

6 15311 6,4 12 14,3 1,15 100

8 15312 8,4 15 16,3 1,20 100

10 15313 10,5 18 18,3 1,23 100

12 15314 13 20 19,3 1,23 100

25 5 16396* 7 10 5,3 15 13,5 14 1,18 100

6 16315 6,4 15 15,5 1,35 100

8 16316 8,4 16 17,5 1,37 100

10 16317 10,5 18 19,5 1,57 100

12 16318 13 20 20,5 1,51 100

14 16319 15 22 22,5 1,69 100

35 6 16320 8,5 12 6,4 17 16,5 16 2,13 100

8 16321 8,4 17 18,5 2,31 100

10 16322 10,5 20 20,5 2,36 100

12 16323 13 22 21,5 2,40 100

14 16381 15 23 23,5 2,48 100

16 16392 17 28 24,5 2,48 100

AP 10, H
H

W
 10, H

PW
 10, H

PW
 17, Stilo 1, APW

 30, H
H

W
 30 

Stilo 20, APW
 20, H

H
W

 20, H
PW

 20

W
Z 21

W
W

 10/120

W
W

 6/70

* not UL permitted

TUBULAR CABLE LUGS WITH 90° ANGLE - EURO-SERIES

Material: Cu according to DIN EN 13600
Surface: tin plated 
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cross section 
mm2

flat hole 
M

art.-no. dimensions in mm weight
100 pcs./kg

packing unit
(pcs.)

tool
recommendationd1 d3 d2 b l a

50 6 16324 10 14 6,4 20 17,5 18 3,00 100

8 16325 8,4 20 19,5 3,22 100

10 16326 10,5 20 21,5 3,32 100

12 16327 13 23 22,5 3,28 100

14 16382 15 23 24,5 3,41 100

16 16328 17 27 28,5 3,63 100

20 16397 21 30 32,5 3,89 100

70 6 16329 12 16,5 6,4 24 18,8 20 4,47 25

8 16330 8,4 24 20,8 4,86 25

10 16331 10,5 24 22,8 5,06 25

12 16332 13 24 23,8 4,94 25

14 16383 15 25 25,8 5,19 25

16 16333 17 28 26,8 5,11 25

20 16334 21 29 30,8 5,26 25

95 8 16335 13,5 18 8,4 26 21,5 22 5,33 25

10 16336 10,5 26 23,5 5,64 25

12 16337 13 26 24,5 5,66 25

14 16384 15 26 26,5 5,89 25

16 16338 17 28 27,5 6,40 25

120 8 16385 15 20 8,4 29 22,5 25 7,63 25

10 16340 10,5 29 24,5 8,07 25

12 16341 13 29 25,5 7,99 25

16 16342 17 30 28,5 8,46 25

150 8 16344 16,8 21,3 8,4 31 25,7 28 8,58 25

10 16345 10,5 31 25,7 8,32 25

12 16346 13 31 26,7 8,51 25

16 16347 17 31 29,7 8,68 25

20 16348 21 35 33,7 10,92 25

185 10 16349 19 24 10,5 35 27 29 11,90 25

12 16350 13 35 28 12,04 25

16 16351 17 35 31 12,48 25

20 16352 21 35 35 12,70 25

240 10 16354 21 26 10,5 38 28 34 13,32 25

12 16355 13 38 29 13,40 25

16 16356 17 38 32 13,76 25

20 16357 21 38 36 14,23 25

300 12 13360 24 30 13 43 31 41 20,04 20

16 13361 17 43 34 21,87 20

20 13362 21 43 38 21,81 20

APW
 30 + H

H
W

 30, H
PW

 17, APW
 35 + H

H
W

 35, Stilo 20 + APW
 20, H

H
W

 20 + H
PW

 20

W
W

 6/70

Stilo 1

AP 10, H
H

W
 10 + H

PW
 10

W
W

 10/120

TUBULAR CABLE LUGS WITH 90° ANGLE - EURO-SERIES

Material: Cu according to DIN EN 13600
Surface: tin plated 
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cross section 
mm2

flat hole 
M

art.-no. dimensions in mm weight
100 pcs./kg

packing unit
(pcs.)

tool
recommendationd1 d3 d2 b a

10 5 15134 4,5 7 5,3 12 9 0,55 100

6 15135 6,4 12 0,58 100

8 15136 8,4 15 0,65 100

10 15137 10,5 18 0,66 100

16 5 15139 5,5 8,5 5,3 12 12 0,95 100

6 15140 6,4 12 1,02 100

8 15141 8,4 15 1,17 100

10 15142 10,5 18 1,17 100

25 6 16145 7 10 6,4 15 14 1,39 100

8 16146 8,4 16 1,51 100

10 16147 10,5 18 1,66 100

12 16148 13 20 1,70 100

35 6 16150 8,5 12 6,4 17 16 2,17 50

8 16151 8,4 17 2,46 50

10 16152 10,5 20 2,34 50

12 16153 13 22 2,40 50

50 6 16154  10 14 6,4 20 18 2,94 50

8 16155  8,4 20 3,34 50

10 16156 10,5 20 3,65 50

12 16157 13 23 3,86 50

16 16158* 17 27 4,05 50

70 8 16160 12 16,5 8,4 24 20 4,90 25

10 16161 10,5 24 5,39 25

12 16162 13 24 5,34 25

16 16163* 17 28 5,66 25

APW
 30 + H

H
W

 30, APW
 35, H

W
W

 35, H
PW

 17, Stilo 1

AP 10, H
H

W
 10 + H

PW
 10, H

PW
 15, APW

 20 + Stilo 20, H
H

W
 20 + H

PW
 20

W
W

 6/70 , W
W

 10/120

* not UL permitted

TUBULAR CABLE LUGS WITH 45° ANGLE - EURO-SERIES

Material: Cu according to DIN EN 13600
Surface: tin plated 
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cross section 
mm2

flat hole 
M

art.-no. dimensions in mm weight
100 pcs./kg

packing unit
(pcs.)

tool
recommendationd1 d3 d2 b a

95 8 16165 13,5 18 8,4 26 22 6,18 25

10 16166 10,5 26 6,20 25

12 16167 13 26 6,20 25

16 16168 17 28 6,80 25

120 8 16169 15  20 8,4 29 25 7,80 25

10 16170 10,5 29 8,90 25

12 16171 13 29 8,91 25

16 16172 17 30 9,31 25

150 8 16173 16,8 21,3 8,4 31 28 11,31 25

10 16174 10,5 31 9,80 25

12 16175 13 31 10,91 25

16 16176 17 31 10,12 25

20 16177 21 35 10,12 25

185 10 13178 19 24 10,5 35 29 12,35 20

12 13179 13 35 12,24 20

16 13180 17 35 12,84 20

20 13181 21 35 13,99 20

240 10 13182 21 26 10,5 38 34 14,80 15

12 13183 13 38 15,46 15

16 13184 17 38 16,51 15

20 13185 21 38 17,04 15

300 12 13187 24 30 13 43 41 25,70 15

16 13188 17 43 25,68 15

20 13189 21 43 24,10 15

APW
 30 + H

H
W

 30, APW
 35 + H

H
W

 35, H
PW

 15, H
PW

 17

W
W

 10/120

APW
 20, H

H
W

 20 + H
PW

 20, Stilo 20

AP 10, H
H

W
 10 + H

PW
 10

Stilo 1

TUBULAR CABLE LUGS WITH 45° ANGLE -  EURO-SERIES

Material: Cu according to DIN EN 13600
Surface: tin plated 
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cross section 
mm2

art.-no. dimensions in mm weight
100 pcs./kg

packing unit
(pcs.)

tool
recommendationd1 d3 l

0,5 – 0,75 13450* 1,4 3 15 0,08 100

1,0 – 1,5 13452* 1,9 3,9 15 0,12 100

2,5 13454* 2,4 4,4 16 0,15 100

4 13456* 3 5 19 0,22 100

6 16458 3,5 6,5 25 0,51 100

10 15460 4,5 7 30 0,60 50

16 15462 5,5 8,5 35 1,00 50

25 16464 7 10 40 1,45 50

35 16466 8,5 12 45 2,16 50

50 16468 10 14 50 3,52 50

70 16470 12 16,5 55 5,06 50

95 16472 13,5 18 60 6,10 50

120 16474 15 20 65 8,21 25

150 13476 16,8 21,3 70 8,73 25

185 13478 19 24 75 11,63 25

240 13480 21 26 85 14,22 25

300 13482 24 30 100 22,40 10

400 13484* 27,5 33,5 100 26,27 10

500 13486* 31 38 140 47,30 5

630 13488* 34 41 160 61,75 5

H
PW

 18 m
it Adapter ab 6 m

m
²

W
Z 21

W
W

 10/120

APW
 30, H

H
W

 30, H
PW

 17

AP 10, H
Pi 10, H

PW
 10

DP 6/95

* not UL permitted

TUBULAR BUTT-CONNECTORS - EURO-SERIES

Material: Cu according to DIN EN 13600
Surface: tin plated 
Type: with wirestop 
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TUBULAR CABLE LUGS 
AND CONNECTORS 

for Siemens Norm SN 71322
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cross section 
mm2

flat hole 
M

art.-no. dimensions in mm weight
100 Stk./kg

packing units
(pcs.)

tool 
recommendationd1 d3 d2 b l a

10 Sf 5 11310 5,0 8,0 5,3 11,5 23 10 0,77 100

6 11311 6,4 11,5 23 0,73 100

8 11312 8,4 13,5 26 0,78 100

10 11313 10,5 16 26 0,79 100

12 11314 13 19 31 0,97 100

16 Sf 5 11385 6,0 9,0 5,3 13 26 11 1,02 100

6 11315 6,4 13 26 1,01 100

8 11316 8,4 13 26 0,93 100

10 11317 10,5 16 28 1,01 100

12 11318 13 22 35 1,26 100

25 Sf 5 11382 8,0 11,0 5,3 16 31 14,5 1,53 100

6 11320 6,4 16 31 1,51 100

8 11321 8,4 16 31 1,44 100

10 11322 10,5 17 32 1,52 100

12 11323 13 22 35 1,68 100

35 Sf 6 11383 9,0 13,0 6,4 18 37 18 2,85 100

8 11325 8,4 18 37 2,76 100

10 11326 10,5 18 37 2,64 100

12 11327 13 22 40 3,11 100

50 Sf 6 11384 11,0 14,5 6,4 21 39 19 3,11 100

8 11330 8,4 21 39 2,99 100

10 11331 10,5 21 39 2,91 100

12 11332 13 21 41 2,93 100

16 11333 17 27 44 3,28 100

70 Sf 6 11334 13,0 17,0 6,4 25 44 21 4,71 50

8 11335 8,4 25 44 4,57 50

10 11336 10,5 25 44 4,47 50

12 11337 13 25 46 4,54 50

16 11338 17 28 49 4,71 50

95 Sf 8 11386 15,0 20,0 8,4 29 54 25 8,75 50

10 11340 10,5 29 54 8,47 50

12 11341 13 29 54 8,23 50

16 11342 17 29 54 7,74 50

120 Sf 10 11345 17,0 22,0 10,5 32 58 27 10,12 50

12 11346 13 32 58 9,86 50

16 11347 17 32 58 9,34 50

150 Sf 10 11349 19,0 25,0 10,5 36 65 31 15,16 25

12 11350 13 36 65 14,78 25

16 11351 17 36 65 14,19 25

20 11352 21 36 68 14,89 25

STILO 1

APW
 35 + H

H
W

 35 + H
PW

 15

AP 10, H
H

W
 10

APW
 30 + H

H
W

 30 + H
PW

 17

APW
 20 + STILO

 20, H
PW

 20  + H
H

W
 20

TUBULAR CABLE LUGS - SIEMENS NORM SN 71322

For flexible conductor
Material: Cu according to DIN EN 13600
Surface: tin plated 
Type: with inspection hole
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cross section 
mm2

flat hole 
M

art.-no. dimensions in mm weight
100 Stk./kg

packing units
(pcs.)

tool 
recommendationd1 d3 d2 b l a

185 Sf 10 11389 21,0 27,0 10,5 39 71 35 18,19 25

12 11390 13 39 71 17,79 25

16 11392 17 39 71 17,18 25

20 11393 21 39 74 18,00 25

240 Sf 10 11394 22,5 29,0 10,5 42 77 36 23,60 20

12 11395 13 42 77 23,20 20

16 11397 17 42 77 22,44 20

20 11398 21 42 77 21,48 20

300 Sf 10 11355 24,5 32,0 10,5 45 94 40 34,93 20

12 11356 13 45 94 34,64 20

16 11357 17 45 94 34,03 20

20 11358 21 45 94 33,26 20

APW
 35 + HHW

 35 
HPW

 15

AP 10 
HHW

 10

APW
 30 + H

H
W

 30, H
PW

 17

APW
 20 + H

H
W

 20
STILO

 20 + APW
 20

cross section 
mm2

art.-no. dimensions in mm weight
100 Stk./kg

packing units 
(pcs.)

tool
recommendationd1 d3 l

10 Sf 11460 5,0 8,0 30 0,79 100

16 Sf 11461 6,0 9,0 35 1,07 100

25 Sf 11462 8,0 11,0 35 1,36 100

35 Sf 11463 9,0 13,0 35 2,17 100

50 Sf 11464 11,0 14,5 45 2,75 100

70 Sf 11465 13,0 17,0 45 3,68 50

95 Sf 11466 15,0 20,0 45 5,33 50

120 Sf 11467 17,0 22,0 55 7,31 50

150 Sf 11468 19,0 25,0 65 12,02 25

185 Sf 11469 21,0 27,0 70 13,76 25

240 Sf 11470 22,5 29,0 70 16,98 10

300 Sf 11471 24,5 32,0 75 21,63 10

STILO
 1

APW
 30 + H

H
W

 30 
H

PW
 17

AP 10, H
H

W
 10

APW
 20 + H

H
W

 20
STILO

 20 + APW
 20

APW
 35 + H

H
W

 35
H

PW
 15

TUBULAR CABLE LUGS - SIEMENS NORM SN 71322

For flexible conductor
Material: Cu according to DIN EN 13600
Surface: tin plated 
Type: with inspection hole

TUBULAR BUTT-CONNECTORS - SIEMENS NORM 71322

For flexible conductor
Material: Cu according to DIN EN 13600
Surface: tin plated 
Type: with wirestop 
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cross section 
mm2

flat hole 
M

art.-no. dimensions in mm weight
100 pcs./kg

packing units 
(pcs.)

tool
recommendationd1 d3 d2 b l a

10 Sf 5 11710 5,0 8,0 5,3 13 16 9 0,99 100

6 11711 6,4 13 16,5 1,03 100

8 11712 8,4 13,5 17 0,93 100

10 11713 10,5 16 18,5 1,04 100

16 Sf 5 11785 6,0 9,0 5,3 13 16,5 10 1,08 100

6 11715 6,4 13 17 1,14 100

8 11716 8,4 13 17,5 1,21 100

10 11717 10,5 16 19 1,23 100

12 11718 13 19 24 1,44 100

25 Sf 6 11720 8,0 11,0 6,4 17 18,5 13,5 1,61 100

8 11721 8,4 17 19 1,68 100

10 11722 10,5 17 20,5 1,72 100

12 11723 13 19 25,5 1,92 100

35 Sf 6 11783 9,0 13,0 6,4 18 19,5 17 2,70 100

8 11725 8,4 18 20 2,81 100

10 11726 10,5 18 21,5 2,92 100

12 11727 13 19 26,5 3,11 100

50 Sf 6 11784 11,0 14,5 6,4 21 23,3 18 3,42 100

8 11730 8,4 21 26,3 3,69 100

10 11731 10,5 21 27,3 3,79 100

12 11732 13 21 28,3 3,77 100

16 11733 17 27 29,3 4,02 100

70 Sf 6 11734 13,0 17,0 6,4 25 27,5 20 5,07 50

8 11735 8,4 25 27,5 5,23 50

10 11736 10,5 25 28,5 5,38 50

12 11737 13 25 29,5 5,38 50

16 11738 17 28 30,5 5,25 50

95 Sf 8 11786 15,0 20,0 8,4 29 29 24 7,77 50

10 11740 10,5 29 30 8,02 50

12 11741 13 29 31 8,11 50

16 11742 17 29 32 8,18 50

120 Sf 8 11744 17,0 22,0 8,4 32 30,5 26 9,05 50

10 11745 10,5 32 31,5 9,35 50

12 11746 13 32 32,5 9,47 50

16 11747 17 32 33,5 9,60 50

STILO
 1

APW
 35 + H

PW
 15 + H

H
W

 35

AP 10, H
PW

 10

APW
 30 + H

H
W

 30 + H
PW

 17

H
PW

 20 + H
H

W
 20, STILO

 20 + APW
 20

TUBULAR CABLE LUGS WITH 90° ANGLE - SIEMENS NORM SN 71322

For flexible conductor
Material: Cu according to DIN EN 13600
Surface: tin plated 
Type: with inspection hole
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cross section 
mm2

flat hole 
M

art.-no. dimensions in mm weight
100 pcs./kg

packing units
(pcs.)

tool
recommendationd1 d3 d2 b a

10 Sf 5 11810 5,0 8,0 5,3 13 9 1,05 100

6 11811 6,4 13 1,09 100

8 11812 8,4 13,5 0,99 100

10 11813 10,5 16 1,09 100

16 Sf 5 11885 6,0 9,0 5,3 13 10 1,21 100

6 11815 6,4 13 1,27 100

8 11816 8,4 13,5 1,34 100

10 11817 10,5 16 1,35 100

12 11818 13 19 1,55 100

STILO
 1

AP 10 + H
PW

 10

APW
 30 + HHW

 30, HPW
 17

APW
 20 + STILO 20, HHW

 20

APW
 35 + HPW

 15, HHW
 35

cross section 
mm2

flat hole 
M

art.-no. dimensions in mm weight
100 pcs./kg

packing units 
(pcs.)

tool
recommendationd1 d3 d2 b l a

150 Sf 10 11749 19,0 25,0 10,5 36 33 30 13,76 25

12 11750 13 36 34 13,86 25

16 11751 17 36 35 14,09 25

185 Sf 10 11789 21,0 27,0 10,5 39 34 34 15,82 25

12 11790 13 39 35 15,94 25

16 11792 17 39 36 16,23 25

240 Sf 10 11794 22,5 29,0 10,5 42 35 35 18,93 20

12 11795 13 42 36 19,08 20

16 11797 17 42 37 19,46 20

APW
 35  + H

H
W

 35 + H
PW

 15

AP 10 + H
PW

 10

APW
 30 + H

H
W

 30 + H
PW

 17

APW
 20 + STILO 20 + HHW

 20

TUBULAR CABLE LUGS WITH 90° ANGLE - SIEMENS NORM SN 71322

For flexible conductor
Material: Cu according to DIN EN 13600
Surface: tin plated 
Type: with inspection hole

TUBULAR CABLE LUGS WITH 45° ANGLE - SIEMENS NORM SN 71322

For flexible conductor
Material: Cu according to DIN EN 13600
Surface: tin plated 
Type: with inspection hole
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cross section 
mm2

flat hole 
M

art.-no. dimensions in mm weight
100 pcs./kg

packing units
(pcs.)

tool
recommendationd1 d3 d2 b a

25 Sf 6 11820 8,0 11,0 6,4 17 13,5 1,70 100

8 11821 8,4 17 1,77 100

10 11822 10,5 17 1,81 100

12 11823 13 19 2,00 100

35 Sf 6 11883 9,0 13,0 6,4 18 17 2,97 100

8 11825 8,4 18 3,08 100

10 11826 10,5 18 3,20 100

12 11827 13 19 2,80 100

50 Sf 6 11884 11,0 14,5 6,4 21 18 3,22 100

8 11830 8,4 21 3,50 100

10 11831 10,5 21 3,59 100

12 11832 13 21 3,57 100

16 11833 17 27 3,75 100

70 Sf 6 11834 13,0 17,0 6,4 25 20 4,97 50

8 11835 8,4 25 5,13 50

10 11836 10,5 25 5,28 50

12 11837 13 25 5,27 50

16 11838 17 28 5,18 50

95 Sf 8 11886 15,0 20,0 8,4 29 24 8,16 50

10 11840 10,5 29 8,41 50

12 11841 13 29 8,50 50

16 11842 17 29 8,57 50

120 Sf 8 11844 17,0 22,0 8,4 32 26 9,47 50

10 11845 10,5 32 9,77 50

12 11846 13 32 9,90 50

16 11847 17 32 10,03 50

150 Sf 10 11849 19,0 25,0 10,5 36 30 14,55 25

12 11850 13 36 14,65 25

16 11851 17 36 14,88 25

185 Sf 10 11889 21,0 27,0 10,5 39 34 17,05 25

12 11890 13 39 17,17 25

16 11892 17 39 17,45 25

240 Sf 10 11894 22,5 29,0 10,5 42 35 20,35 20

12 11895 13 42 20,95 20

16 11897 17 42 20,87 20

STILO
 1

AP 10 + H
H

W
 10 + H

PW
 10

APW
 30 + H

H
W

 30 + H
PW

 17

APW
 20 + STILO

 20, H
H

W
 20 + H

PW
 20

APW
 35 + H

H
W

 35 + H
PW

 15

TUBULAR CABLE LUGS WITH 45° ANGLE - SIEMENS NORM SN 71322

For flexible conductor
Material: Cu according to DIN EN 13600
Surface: tin plated 
Type: with inspection hole
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TUBULAR CABLE 
LUGS COPPER

•	 Tubular compression cable lugs, copper, DIN 46235
•	 Tubular compression cable lugs 90° angled, copper,  

tube measurements in accordance with DIN 46235
•	 Tubular compression cable lugs, 1- and 2-conductor  

version, with 2 holes, copper
•	 Compression bolts, copper
•	 Tubular compression connectors, copper, DIN 

46267 part 1
•	 Tube measurements according to DIN 46267 part 1
•	 Compression tab-connectors, H-shape, copper
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cross section
mm2

flat hole 
M

art.-no.
tin plated

die
code

dimensions in mm weight
100 pcs./kg

packing unit
(pcs.)

art.-no.
uncoated

tool 
recommendationd1 d3 d2 b l a

6 5 14021 5 3,7 5,5 5,3 8,5 24 10 0,34 100 14121

6 14022 6,4 9 24 0,34 100 14122

8* 14023 8,4 13 26 0,35 100 14123 

10 5 14205 6 4,4 6 5,3 10 27 10 0,38 100 14605

6 14206 6,4 10 27 0,38 100 14606

8* 14207 8,4 13 28 0,38 100 14607

10* 14208 10,5 15 29 0,40 100 14608 

16 5* 14210 8 5,5 8,5 5,3 13 36 20 1,22 100 14610

6 14211 6,4 13 36 1,27 100 14611

8 14212 8,4 13 37 1,30 100 14612

10 14213 10,5 16,5 38 1,32 100 14613

12* 14214 13 19 40 1,35 100 14614 

25 6 14215 10 7 10 6,4 14 39 20 1,69 100 14615

8 14216 8,4 17 39 1,73 100 14616

10 14217 10,5 17 40,5 1,77 100 14617

12 14218 13 18 40,5 1,72 100 14618

16* 14219 17 22 45 1,99 100 14619 

35 6* 14220 12 8,2 12,5 6,4 17,5 42,5 20 3,16 100 14620

8 14221 8,4 18 42 3,19 100 14621

10 14222 10,5 20 42,5 3,17 100 14622

12 14223 13 21 44 3,11 100 14623

16* 14224 17 28 47 3,14 100 14624

20* 14290 21 30 53 3,73 100 14690

AP 10, H
H

W
 10, APW

 20, H
H

W
 20, APW

 30 + H
H

W
 30, H

PW
 17

DW
 6/70

DW
 10/120

APW
 35 + H

H
W

 35 + H
PW

 15
TUBULAR COMPRESSION CABLE LUGS - DIN 46235

Material: Cu according to DIN EN 13600
Surface:  tin plated or optionally uncoated

* not standardized,
  tube measurements in accordance with DIN 46235
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cross section
mm2

flat hole 
M

art.-no.
tin plated

die
code

dimensions in mm weight
100 pcs./kg

packing unit
(pcs.)

art.-no.
uncoated

tool 
recommendationd1 d3 d2 b l a

50 6* 14284 14 9,8 14,5 6,4 20 52 28 4,67 100 14684

8 14225 8,4 20 52 5,00 100 14625

10 14226 10,5 22 52 4,94 100 14626

12 14227 13 23 52 4,89 100 14627

14* 14293 15 26 53,5 4,94 100 14693

16 14228 17 28 55,5 5,04 100 14628 

20* 14229 21 30 61,5 5,56 100 14629

70 8 14230 16 11,3 16,5 8,4 24 56 28 6,71 50 14630

10 14231 10,5 24 56 6,59 50 14631

12 14232 13 24 56,5 6,57 50 14632

14* 14292 15 24 55,5 6,00 50 14692

16 14233 17 29 57 6,92 50 14633

20* 14234 21 31 61 6,99 50 14634 

95 8* 14235 18 13,5 19 8,4 28 65 35 9,44 50 14635

10 14236 10,5 28 65,5 9,61 50 14636

12 14237 13 28 65,5 9,63 50 14637

14* 14285 15 28 65,5 9,43 50 14685

16 14238 17 30 65,5 9,72 50 14638

20* 14239 21 33 71 9,86 50 14639

120 8* 14282 20 15,5 21 8,4 31 70 35 11,35 50 14682

10 14240 10,5 31 70 11,59 50 14640

12 14241 13 31 70,5 11,60 50 14641

14* 14283 15 31 70 11,41 50 14683

16 14242 17 31,5 70 11,36 50 14642

20 14243 21 36 72 11,66 50 14643

AP 10  156, H
H

W
 10  157, APW

 20  160, H
H

W
 20  161, APW

 30 + H
H

W
 30  164, H

PW
 17  164

DW
 6/70  151

DW
 10/120  152

APW
 35 + H

PW
 15 165, H

H
W

 35  165
TUBULAR COMPRESSION CABLE LUGS - DIN 46235

Material: Cu according to DIN EN 13600
Surface:  tin plated or optionally uncoated

* not standardized,
  tube measurements in accordance with DIN 46235
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cross section
mm2

flat hole 
M

art.-no.
tin plated

die
code

dimensions in mm weight
100 pcs./kg

packing unit
(pcs.)

art.-no.
uncoated

tool 
recommendationd1 d3 d2 b l a

150 8* 14244 22 17 23,5 8,4 34 79 35 16,40 25 14644

10 14245 10,5 34 79 16,46 25 14645

12 14246 13 34 78,5 16,53 25 14646

14* 14294 15 34 78 16,49 25 14694

16 14247 17 34 78 16,52 25 14647

20 14248 21 38 78 16,34 25 14648 

185 8* 14288 25 19 25,5 8,4 37 83 40 18,50 25 14688

10 14249 10,5 37 83 18,50 25 14649

12 14250 13 37 82,5 18,96 25 14650

14* 14295 15 37 82 18,90 25 14695

16 14251 17 37 82 19,41 25 14651

20 14252 21 40 83 19,01 25 14652 

240 10* 14254 28 21,5 29 10,5 42 92 40 27,10 20 14654

12 14255 13 42,5 92 27,50 20 14655

14* 14287 15 42,5 92 26,73 20 14687

16 14256 17 42,5 92 27,45 20 14656

20 14257 21 45 92 27,67 20 14657 

300 10* 14259 32 24,5 32 10,5 48,5 104 50 34,80 10 14659

12* 14260 13 48,5 104 34,50 10 14660

14* 14291 15 48,5 104 35,36 10 14691

16 14261 17 48,5 100 34,16 10 14661

20 14262 21 48,5 100 34,37 10 14662 

400 10* 14263 38 27,5 38,5 10,5 55 117 70 73,42 5 14663

12* 14264 13 55 117 72,38 5 14664

14* 14296 15 55 117 72,84 5 14696

16 14265 17 55 117 71,75 5 14665

20 14266 21 55 117 70,64 5 14666 

500 12* 14269 42 31 42 13 60 130 70 86,92 5 14669

14* 14289 15 60 130 87,50 5 14689

16* 14270 17 60 130 88,90 5 14670

20 14271 21 60 130 87,66 5 14671 

625 12* 14273 44 34,5 44 13 63 135 80 84,27 5 14673

14* 14274 15 63 135 83,89 5 14674

16* 14275 17 63 135 82,05 5 14675

20 14276 21 63 135 82,05 5 14676 

800 14* 14279 52 40 52 15 75 165 100 148,60 2 14679 

16* 14280 17 75 165 148,60 2 14680

20 14281 21 75 165 150,17 2 14681 

1000 16* 14297 58 44 58 17 83 167 100 193,70 2 14697

20 14286 21 83 167 192,91 2 14686

APW
 30 + H

H
W

 30, H
PW

 18  172, APW
 20, H

H
W

 20 + H
PW

 20  161, H
PW

 17

APW
 18

AP 10, H
H

W
 10 + H

PW
 10

APW
 35  + H

H
W

 35 + H
PW

 15

TUBULAR COMPRESSION CABLE LUGS - DIN 46235

Material: Cu according to DIN EN 13600
Surface:  tin plated or optionally uncoated

* not standardized,
  tube measurements in accordance with DIN 46235
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cross section 
mm2

flat hole 
M

art.-no. 
tin plated

die 
code

dimensions in mm weight
100 pcs./kg

packing unit
(pcs.)

art.-no.
uncoated

tool 
recommendationd1 d3 d2 b l a

10 5 14305 6 4,4 6 5,3 10 11 10 0,31 100 14705
6 14306 6,4 10 13 0,35 100 14706
8 14307 8,4 13 15 0,37 100 14707 

16 6 14311 8 5,5 8,5 6,4 13 14,3 20 1,29 100 14711
8 14312 8,4 13 16,3 1,30 100 14712

10 14313 10,5 16,5 18,3 1,41 100 14713
12 14314 13 19 19,3 1,17 100 14714 

25 6 14315 10 7 10 6,4 15 15,5 20 1,68 100 14715
8 14316 8,4 16 17,5 1,78 100 14716

10 14317 10,5 16 19,5 1,84 100 14717
12 14318 13 19 20,5 1,82 100 14718 

35 6 14320 12 8,2 12,5 6,4 17 16,8 20 2,74 100 14720
8 14321 8,4 17 18,8 3,04 100 14721

10 14322 10,5 19 20,8 3,12 100 14722
12 14323 13 21 21,8 3,26 100 14723 

50 8 14325 14 9,8 14,5 8,4 20 19,8 28 4,62 100 14725
10 14326 10,5 22 21,8 4,82 100 14726
12 14327 13 24 22,8 5,03 100 14727
16 14328 17 27 25,8 5,06 100 14728 

70 8 14330 16 11,3 16,5 8,4 24 20,8 28 5,93 25 14730
10 14331 10,5 24 22,8 6,51 25 14731
12 14332 13 24 23,8 7,00 25 14732 
16 14333 17 29 26,8 6,96 25 14733 

95 8 14335 18 13,5 19 8,4 28 22 35 8,50 25 14735
10 14336 10,5 28 24 9,37 25 14736
12 14337 13 28 25 9,49 25 14737
16 14338 17 32 28 9,67 25 14738 

120 10 14340 20 15,5 21 10,5 32 25,5 35 10,84 25 14740
12 14341 13 32 26,5 11,00 25 14741
16 14342 17 32 29,5 11,16 25 14742
20 14343 21 38 33,5 12,39 25 14743 

150 8 14344 22 17 23,5 8,4 34 26,8 35 13,87 25 14744
10 14345 10,5 34 26,8 14,16 25 14745
12 14346 13 34 27,8 14,41 25 14746
16 14347 17 34 30,8 14,83 25 14747
20 14348 21 34 34,8 15,51 25 14748 

185 8 14396 25 19 25,5 8,4 37 25,8 40 15,70 25 14796
10 14349 10,5 37 27,8 16,81 25 14749
12 14350 13 37 28,8 17,29 25 14750
16 14351 17 37 31,8 18,09 25 14751
20 14352 21 40 35,8 20,20 25 14752 

240 12 14355 28 21,5 29 13 42 30,5 40 22,61 20 14755
16 14356 17 42 33,5 24,64 20 14756
20 14357 21 42 37,5 25,59 20 14757 

300 12 14360 32 24,5 32 13 48,5 32 50 29,35 10 14760
16 14361 17 48,5 35 30,51 10 14761
20 14362 21 48,5 39 38,60 10 14762

APW
 20, H

H
W

 20 + H
PW

 20, APW
 30 + H

H
W

 30, H
PW

 17

AP 10, H
H

W
 10, H

PW
 10

APW
 35  165, H

PW
 35

DW
 10/120

DW
 6/70

APW
 18 + H

PW
 18

TUBULAR COMPRESSION CABLE LUGS WITH 90° ANGLE

Tube measurements according to DIN 46235
Material: Cu according to DIN EN 13600
Surface: tin plated or optionally uncoated
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cross section 
mm2

flat hole 
M

art.-no. die 
code

dimensions in mm weight
100 pcs./kg

packing unit 
(pcs.)

tool
recommendationd1 d3 d2 b l l2 a c1 c2

70 2 x M 12 14032 16 11,3 16,5 13 24 61,5 40-62 28 14,5 14,5 11,79 25

95 2 x M 12 14037 18 13,5 19 13 28 63 40-62 35 14,5 15 15,12 25

120 2 x M 12 14041 20 15,5 21 13 31 65 40-62 35 14,5 13 18,58 25

APW
 30

H
PW

 17

AP 10
H

H
W

 10

DW
10/120

cross section 
mm2

flat hole 
M

art.-no. dimensions in mm weight
100 pcs./kg

packing 
unit 

(pcs.)

tool
recommendationd1 d3 d4 d5 d2 b l l2 a c1 c2

2 x 70 2 x M 12 14132 11,5 23,3 18 29,8 13 37 82 40-62 38,5 14,5 14,5 26,00 10

2 x 95 2 x M 12 14137 14 26,1 22 33,6 13 42 92 40-62 45,5 14,5 14,5 41,00 5

2 x 120 2 x M 12 14141 14,9 30,8 22,4 38,0 13 47 100 40-62 50,5 14,5 14,5 47,00 5

cross section 
mm2

flat hole 
M

art.-no. dimensions in mm weight
100 pcs./kg

packing unit (pcs.) tool
recommendationd1 d3 d2 l l2 a

120 14514 20 15,5 21 13 79 38 35 10,60 10

150 14516 22 17 23,5 14 79 38 35 13,30 10

185 14518 25 19 25,5 16 90 44 40 17,65 5

240 14520 28 21,5 29 18 90 44 40 23,00 5

H
PW

 17
H

PW
 17

H
H

W
 30 

APW
 30

APW
 30

H
H

W
 30

APW
 20

H
H

W
 20

COMPRESSION CABLE LUGS

with two holes á 13 x 24 mm 
Tube measurements according to DIN 46235
Material: Cu according to DIN EN 13600
Surface: tin plated

COMPRESSION CABLE LUGS - WITH TWO HOLES Á 13 X 24 mm

Tube measurements according to DIN 46235
Material: Cu according to DIN EN 13600
Surface: tin plated

Version designed to accommodate 2 multi- 
wire cables according to VDE0295, Class 2

COMPRESSION BOLTS

Tube measurements according to DIN 46235
Material: Cu according to DIN EN 13601
Surface: tin plated
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cross section
mm2

art.-no. 
tin plated

die 
code

dimensions in mm weight
100 pcs./kg

packing unit
(pcs.)

art.-no.
uncoated

tool
recommendationd1 d3 l

6 14458 5 3,7 5,5 30 0,36 100 14858

10 14460 6 4,4 6 30 0,35 100 14860

16 14462 8 5,5 8,5 50 1,51 100 14862

25 14464 10 7 10 50 1,88 100 14864

35 14466 12 8,2 12,5 50 3,20 100 14866

50 14468 14 9,8 14,5 56 4,64 50 14868

70 14470 16 11,3 16,5 56 5,82 50 14870

95 14472 18 13,5 19 70 9,08 50 14872

120 14474 20 15,5 21 70 10,27 25 14874

150 14476 22 17 23,5 80 14,96 25 14876

185 14478 25 19 25,5 85 16,98 25 14878

240 14480 28 21,5 29 90 24,44 15 14880

300 14482 32 24,5 32 100 30,52 10 14882

400 14484 38 27,5 38,5 150 77,85 5 14884

500 14486 42 31 42 160 92,28 5 14886

625 14488 44 34,5 44 160 86,93 5 14888

800 14490 52 40 52 200 152,50 3 14890

1000 14492 58 44 58 200 206,87 3 14892

DW
 6/70

APW
 18 + H

PW
 18

AP 10, HHW
 10 + HPW

 10

APW
 30 + H

H
W

 30, H
PW

 17

DW
 10/120

TUBULAR COMPRESSION CONNECTORS - DIN 46267 PART 1

Material: Cu according to DIN EN 13600
Surface: tin plated or optionally uncoated

Tubular compression connectors for  
medium voltage conductors10 - 30 kV 
are available on request!
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cross section
mm2

art.-no. 
tin plated

die code dimensions in mm weight
100 pcs./kg

packing 
unit (pcs.)

art.-no.
uncoated

tool
recommendationd1 d3 l

35 14566 12 8,2 12,5 50 3,18 100 14966 

50 14568 14 9,8 14,5 56 4,65 50 14968 

70 14570 16 11,3 16,5 56 5,85 50 14970 

95 14572 18 13,5 19 70 9,15 50 14972 

120 14574 20 15,5 21 70 10,20 25 14974 

150 14576 22 17 23,5 80 15,10 25 14976 

185 14578 25 19 25,5 85 17,10 25 14978 

240 14580 28 21,5 29 90 24,00 15 14980 

APW
 30, H

H
W

 30, H
PW

 17

DW
 10/120

APW
 20, H

H
W

 20, H
PW

 20

AP 10, H
H

W
 10, H

PW
 10

cross section (mm2) art.-no. 
tin plated

dimensions in mm weight
100 pcs./kg

packing 
unit (pcs.)

art.-no.
uncoated

tool
recommendationmain conductor tab conductor A B C L

70 70 14420 34 17 10,8 28 6,51 25 14820

95 95 14422 40 22 13,0 30 10,30 25 14822

120 120 14424 45 24 15,5 25 9,96 25 14824

If you are interested in earthing parts, please ask for our special catalog „earthing technology“.

H
PW

 17

H
H

W
 30

APW
 30

TUBULAR COMPRESSION CONNECTORS - WITH OIL STOP

Tube measurements according to DIN 46 267 
part 1 
The copper separation in the middle guarantees a 
complete oilstop. 
Material: Cu-HCP according to DIN EN 13600
Surface: tin plated or optionally uncoated

COMPRESSION TAB-CONNECTORS, H-SHAPE

For copper conductors according to DIN 48201
Material: Cu according to DIN EN 13601
Surface: tin plated or optionally uncoated
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TUBULAR CABLE LUGS 
AUMINIUM AND

BI-MATERIAL

•	 Tubular compression cable lugs aluminium
•	 Tubular compression connectors aluminium
•	 Tubular compression connectors aluminium  

10 - 30 kV
•	 Tubular compression cable lugs aluminium,  

DIN 46329, longitudinally sealed
•	 Bi-metallic compression cable lugs  

aluminium/copper
•	 Bi-metallic compression connectors  

aluminium/copper
•	 Bi-metallic washers aluminium/copper
•	 Bi-metallic Compression bolts aluminium/copper
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cross section (mm2) flat hole 

M

art.-no. die code dimensions in mm weight
100 pcs./kg

packing unit
(pcs.)

tool 
recommendationrm/sm* se** d1 d3 d2 b l a

16 25 8 21212 12 5,6 12 8,4 16 52 26 0,96 50

10 21213 10,5 18 52 0,97 50

25 35 8 21216 12 6,8 12 8,4 16 60 34 1,48 50

10 21217 10,5 18 60 1,64 50

35 50 8 21221 14 8 14 8,4 20 67 40 2,45 50

10 21222 10,5 20 67 2,45 50

12 21223 13 20 67 2,35 50

50 70 8 21225 16 10 16 8,4 23 74 42 3,29 25

10 21226 10,5 23 74 2,88 25

12 21227 13 23 74 3,38 25 

70 95 8 21230 18 11,5 18,5 8,4 28 84 50 4,67 25

10 21231 10,5 28 84 4,77 25

12 21232 13 28 87 4,73 25

95 120 8 21235 22 13,2 22 8,4 30 90 55 6,95 10

10 21236 10,5 32 90 7,01 10

12 21237 13 32 90 7,82 10

16 21238 17 32 90 7,62 10

120 150 10 21240 22 14,7 23 10,5 32 98 60 8,38 10

12 21241 13 32 98 8,79 10

16 21242 17 32 98 8,64 10

150 185 10 21245 25 16,3 25 10,5 35 104 64 9,98 10

12 21246 13 35 104 10,23 10

16 21247 17 35 104 10,08 10

20 21248 21 35 104 10,02 10

185 240 10 21249 28 18,5 28,5 10,5 40 109 66 13,46 10

12 21250 13 40 109 13,39 10

16 21251 17 40 109 13,75 10

20 21252 21 40 109 13,75 10

AP 10, H
H

W
 10 + H

PW
 10

APW
 30 + H

H
W

 30, H
PW

 17, APW
 20, H

H
W

 20 + H
PW

 20

DW
 6/70

APW
 18 + H

PW
 18

TUBULAR COMPRESSION CABLE LUGS - FOR ALUMINIUM CONDUCTORS DIN 48 201-1

Dimensions in accordance to DIN 46329
Material: Al 99.5
Surface: uncoated
Sleeves are prefilled with compound

*rm = round stranded
sm = sector stranded
**se = sector solid
(Sector solid shaped conductors must be rounded  
with dies for round-forming.)
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cross section (mm2) flat hole 

M

art.-no. die code dimensions in mm weight
100 pcs./kg

packing unit
(pcs.)

tool 
recommendationrm/sm* se** d1 d3 d2 b l a

240 300 10 21254 32 21 32 10,5 45 119 70 18,28 10

12 21255 13 45 119 17,94 10

16 21256 17 45 119 17,62 10

20 21257 21 45 119 17,74 10

300 – 12 21260 34 23,3 34 13 50 125 70 20,54 5

16 21261 17 50 125 20,14 5

20 21262 21 50 125 19,43 5 

400 – 12 21264 38 26 38,5 13 55 120 70 28,30 5

16 21266 17 55 120 27,33 5

20 21268 21 55 120 24,00 5

500 – 12 21270 44 29 44 13 63 140 80 38,00 5

16 21272 17 63 140 37,80 5

20 21273 21 63 140 37,35 5

APW
 18 + H

PW
 18

APW
 20,

H
H

W
 20

H
PW

 17, APW
 30 + H

H
W

 30

flat hole 
M

art.-no. dimensions in mm weight 100 pcs./kg packing unit
(pcs.)

for cable lugs
max. mm²d1 d2 s total Cu

6 21903 16 6,5 1 0,07 0,04 100 120

8 21906 18 8,5 1 0,08 0,04 100 120

10 21909 23 10,5 1 0,15 0,08 50 240

10 21912 26 11 1 0,20 0,10 50 300

12 21915 26 13 2 0,28 0,16 50 240

12 21918 30 13 2 0,40 0,24 50 400

12 21920 46 13 2 1,11 0,46 50 1000

16 21921 35 17 2 0,62 0,31 50 500

16 21923 46 17 2 1,07 0,43 50 1000

20 21924 37 21 2 0,60 0,30 25 500

20 21926 46 21 2 0,88 0,40 25 1000

TUBULAR COMPRESSION CABLE LUGS - FOR ALUMINIUM CONDUCTORS DIN 48 201-1

Dimensions in accordance to DIN 46329
Material: Al 99.5
Surface: uncoated
Sleeves are prefilled with compound

*rm = round stranded
sm = sector stranded
**se = sector solid
(Sector solid shaped conductors must be rounded  
with dies for round-forming.)

BI-METALLIC WASHERS

Aluminium sheet, one-sided copper plated
material: Al 99.5 according to DIN EN 573-3 
and Cu-DHP according to DIN EN 1652
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cross section (mm2) art.-no. die code dimensions in mm weight
100 pcs./kg

packing unit
(pcs.)

tool
recommendationrm/sm* se** d1 d3 l

16*** 25 21462 12 5,6 12 55 1,34 50

25 35 21464 12 6,8 12 70 1,54 50

35 50 21466 14 8,0 14 85 2,85 50

50 70 21468 16 10,0 16 85 3,40 25

70 95 21470 18 11,5 18,5 105 5,59 25

95 120 21472 22 13,2 22 105 8,21 10

120 150 21474 22 14,7 23 105 8,64 10

150 185 21476 25 16,3 25 125 11,13 10

185 240 21478 28 18,5 28,5 125 14,35 10

240 300 21480 32 21,0 32 145 19,17 10

300 – 21482 34 23,3 34 145 22,71 10

400 – 21484 38 26,0 38,5 210 35,90 5

500 – 21486 44 29,0 44,0 210 48,80 5

DW
 6/70

APW
 18, H

PW
 18

AP 10, H
H

W
 10

APW
 30, H

H
W

 30, H
PW

 17

APW
 20, H

H
W

 20

cross section (mm2) art.-no. die code dimensions in mm weight
100 pcs./kg

packing unit
(pcs.)

tool
recommendationrm/sm* se** d1 d3 l

95 120 21672 22 13,2 22,0 100 6,30 10 

120 150 21674 22 14,7 23,0 105 6,58 10

150 185 21676 25 16,3 25,0 105 7,51 10

185 240 21678 28 18,5 28,5 125 12,00 10

240 300 21680 32 21,0 32,0 125 14,44 10

300 – 21682 34 23,3 34,0 125 13,70 10

400 – 21684 38 26,0 38,5 150 30,23 5

500 – 21686 44 29,0 44,0 170 46,97 5

625 – 21688 52 35,0 52,0 200 65,00 5

800 – 21690 58 40,0 58,0 235 87,50 5

1000 – 21692 60 44,0 60,0 235 82,50 5 on demand

APW
 18 + H

PW
 18

APW
 30

H
H

W
 30

H
PW

 17

TUBULAR COMPRESSION CONNECTORS - DIN 46267 PART 2

Material: Al 99.5
Surface: uncoated
Sleevs are prefilled with compound

*rm = round stranded
sm = sector stranded
**se = sector solid	
(Sector solid shaped conductors must be 
rounded with dies for round-forming.)
*** = not standardized

TUBULAR COMPRESSION CONNECTORS 10 - 30 kV 95 - 1000 mm2

Material: Al 99,5
Surface: uncoated
Sleevs are prefilled with compound
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cross section mm2 flat hole 
M

art.-no. 
tin plated

die 
code

dimensions in mm weight
100 pcs./kg

packing
unit 

(pcs.)

art.-no. 
uncoated

tool 
recommendationrm/sm* se** d1 d3 d2 b l a

16*** 25 8 22312 12 5,8 12 8,4 20 53 30 1,34 50 22212

10 22313 10,5 1,30 50 22213

25 35 8 22316 12 6,8 12 8,4 25 53 30 1,40 50 22216

10 22317 10,5 1,36 50 22217

12 22318 13 1,31 50 22218

35 50 8 22321 14 8,0 14 8,4 25 65 42 2,03 50 22221

10 22322 10,5 1,99 50 22222

12 22323 13 1,94 50 22223

50 70 8 22325 16 9,8 16 8,4 25 65 42 2,59 25 22225

10 22326 10,5 2,55 25 22226

12 22327 13 2,48 25 22227

70 95 8 22330 18 11,2 18,5 8,4 25 75 52 3,68 25 22230

10 22331 10,5 3,63 25 22231

12 22332 13 3,56 25 22232

95 120 8 22335 22 13,2 22 8,4 25 81 56 5,81 10 22235

10 22336 10,5 5,75 10 22236

12 22337 13 5,66 10 22237

120 150 10 22340 22 14,7 23 10,5 30 86 56 6,89 10 22240

12 22341 13 6,79 10 22241

16 22342 17 5,46 10 22242

150 185 10 22345 25 16,3 25 10,5 30 90 60 8,74 10 22245

12 22346 13 8,62 10 22246

16 22347 17 8,39 10 22247

20 22348 21 8,09 10 22248

185 240 10 22349 28 18,3 28,5 10,5 30 91 60 11,00 10 22249

12 22350 13 10,89 10 22250

16 22351 17 10,48 10 22251

20 22352 21 10,18 10 22252

240 300 10 22354 32 21 32 10,5 38 106 70 16,24 10 22254

12 22355 13 16,08 10 22255

16 22356 17 15,76 10 22256

20 22357 21 15,35 10 22257

APW
 18 + H

PW
 18

AP 10, H
H

W
 10 + H

PW
 10

APW
 20, H

H
W

 20 + H
PW

 20 + H
PW

 17, APW
 30 + H

H
W

 30

DW
 6/70

TUBULAR COMPRESSION CABLE LUGS / ALUMINIUM CONDUCTORS DIN 46329

Strain-relieved and longitudinally sealed
Material: Al 99,5
Surface: tin plated  or uncoated
Sleeves are prefilled with compound

*rm = round stranded
sm = sector stranded
**se = sector solid
(Sector solid shaped conductors must be rounded  
with dies for round-forming.)
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cross section mm2 flat hole 
M

art.-no. 
tin plated

die 
code

dimensions in mm weight
100 pcs./kg

packing
unit 

(pcs.)

art.-no. 
uncoated

tool 
recommendationrm/sm* se** d1 d3 d2 b l a

300 – 12 22360 34 23,3 34 13 38 106 70 17,76 5 22260

16 22361 17 17,38 5 22261

20 22362 21 16,90 5 22262

400 – 12 22364 38 26 38,5 13 38 116 73 25,98 5 22264

16 22366 17 25,57 5 22266

20 22368 21 25,05 5 22268

500 – 12 22370 44 29 44 13 44 122 79 36,04 5 22270

16 22372 17 35,60 5 22272

20 22373 21 35,04 5 22273

APW
 18, H

PW
 18

HPW
 17, APW

 30, HHW
 30

TUBULAR COMPRESSION CABLE LUGS / ALUMINIUM CONDUCTORS DIN 46329

Strain-relieved and longitudinally sealed
Material: Al 99,5
Surface: tin plated  or uncoated
Sleeves are prefilled with compound

*rm = round stranded
sm = sector stranded
**se = sector solid
(Sector solid shaped conductors must be rounded  
with dies for round-forming.)
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cross section
mm2

flat hole 
M

art.-
no.

die 
code

dimensions in mm weight
100 pcs./kg

packing unit
(pcs.)

tool
recommendation

rm/sm* se** d1 d3 d2 b l a total Cu

10 – 8 21707 10 5 10 8,4 20 50 16 2,65 2,28 25

16 25 8 21712 12 5,6 12 8,4 20 60 26 3,54 2,68 25

10 21713 10,5 20 60 26 3,42 2,56 25

25 35 8 21716 12 6,8 12 8,4 20 65 31 3,57 2,68 25

10 21717 10,5 20 65 31 3,44 2,55 25

12 21718 13 26 67 31 4,45 3,56 25

35 50 8 21721 14 8 14 8,4 20 75 41 4,55 3,17 25

10 21722 10,5 20 75 41 4,42 3,04 25

12 21723 13 26 75 41 5,15 3,76 25

50 70 8 21725 16 9,8 16 8,4 20 75 41 4,87 3,19 25

10 21726 10,5 20 75 41 4,72 3,04 25

12 21727 13 26 75 41 5,95 4,24 25

70 95 8 21730 18 11,2 18,5 8,4 26 85 48 6,19 3,42 10

10 21731 10,5 26 85 48 7,37 4,60 10

12 21732 13 26 85 48 7,12 4,35 10

16 21733 17 30 88 48 8,10 5,33 10

95 120 8 21735 22 13,2 22 8,4 26 86 48 10,29 6,18 10

10 21736 10,5 26 86 48 10,59 5,90 10

12 21737 13 26 86 48 10,34 5,80 10

16 21738 17 30 88 48 10,99 6,48 10 

120 150 8 21739 22 14,7 23 8,4 26 88 49 10,68 6,79 10

10 21740 10,5 26 88 49 10,68 6,64 10

12 21741 13 26 88 49 10,45 6,41 10

16 21742 17 30 90 49 11,45 7,41 10

150 185 8 21744 25 16,3 25 8,4 30 100 58,5 13,88 8,46 5

10 21745 10,5 30 100 58,5 13,80 8,31 5

12 21746 13 30 100 58,5 13,57 8,07 5

16 21747 17 30 100 58,5 12,88 7,18 5

185 240 8 21748 28 18,3 28,5 8,4 30 102 58,5 18,37 10,47 5

10 21749 10,5 30 102 58,5 17,61 10,30 5

12 21750 13 30 102 58,5 18,21 10,00 5

16 21751 17 36 105 58,5 19,68 12,40 5

20 21752 21 36 105 58,5 18,97 11,69 5

240 300 10 21753 32 21 32 10,5 30 112 69 20,41 10,00 5

12 21755 13 30 112 69 20,41 10,00 5

16 21756 17 36 115 69 22,58 12,00 5

20 21757 21 36 115 69 21,85 11,28 5

AP 10, H
H

W
 10 + H

PW
 10

DW
 10/120

APW
 18 + H

PW
 18

APW
 20, H

H
W

 20 + H
PW

 20, APW
 30 + H

H
W

 30, H
PW

 17

BI-METALLIC TUBULAR COMPRESSION CABLE LUGS FOR ALUMINIUM CONDUCTORS

Material: Al 99.5 and Cu according to 
                 DIN EN 13601 
Surface: uncoated
Al-sleeves are prefilled with compound

*rm = round stranded
sm = sector stranded
**se = sector solid
(Sector solid shaped conductors must be rounded  
with dies for round-forming.)
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cross section
mm2

flat hole 
M

art.-
no.

die code dimensions in mm weight
100 pcs./kg

packing unit
(pcs.)

tool
recommendation

rm/sm* se** d1 d3 d2 b l a total Cu

300 – 10 21758 34 23,3 34 10,5 30 115 69 21,84 10,80 5

12 21760 13 30 120,5 69 28,33 10,80 5

16 21761 17 36 116 69 23,20 12,80 5

20 21762 21 36 116 69 22,50 12,10 5

400 – 10 21763 38 26 38,5 10,5 36 125 70 32,87 17,67 5

12 21764 13 36 125 70 33,28 17,39 5

16 21765 17 36 125 70 35,26 16,79 5

20 21766 21 36 125 70 34,15 16,05 5

500 – 10 21768 44 29 44 10,5 44 140 80 43,71 21,58 1

12 21769 13 44 143 80 58,62 21,20 1

16 21770 17 44 143 80 57,98 20,70 1

20 21771 21 44 140 80 42,08 19,96 1

625 – 12 21773 52 35 52 13 50 177 111 63,01 21,77 1

16 21775 17 50 177 111 77,00 35,40 1

20 21777 21 50 177 111 76,30 34,70 1

APW
 18 + H

PW
 18

APW
 30

HHW
 30 

HPW
 17

cross section (mm2) art.-
no.

die code dimensions in mm weight (100 pcs./kg) packing 
unit 
(pcs.)

tool 
recommendationrm/sm* se** d1 d3 D l1 L a total Cu

16 25 21940 12 5,6 12 6 20 56 26 1,54 0,68 25

25 35 21944 12 6,8 12 6 20 61,5 31 1,60 0,68 25

35 50 21948 14 8 14 7 22 72,5 41 2,51 1,03 25

50 70 21952 16 9,8 16 8 25 78 41 3,45 1,60 25

70 95 21956 18 11,2 18,5 10 30 92,5 48 5,78 2,77 10

95 120 21960 22 13,2 22 12 33 95 48 8,64 4,36 10

120 150 21964 22 14,7 23 12 38 105 49 9,67 5,14 10

150 185 21968 25 16,3 25 12 38 117,5 58,5 11,52 5,61 5

185 240 21972 28 18,3 28,5 14 44 124 58,5 16,78 8,71 5

240 300 21976 32 21 32 16 44 136,5 69 22,30 11,43 5

300 – 21980 34 23,3 34 18 46 138 69 27,24 14,37 5

APW
 18 + H

PW
 18

APW
 30 + H

H
W

 30, 
H

PW
 17

BI-METALLIC TUBULAR COMPRESSION CABLE LUGS FOR ALUMINIUM CONDUCTORS

Material: Al 99.5 and Cu according to 
                 DIN EN 13601 
Surface: uncoated
Al-sleeves are prefilled with compound

*rm = round stranded
sm = sector stranded
**se = sector solid
(Sector solid shaped conductors must be rounded  
with dies for round-forming.)

BI-METALLIC COMPRESSION BOLTS

Material: Al 99.5 and Cu according to 
                 DIN EN 13601 
Surface: uncoated
Al-sleeves are prefilled with compound

*rm = round stranded
sm = sector stranded
**se = sector solid
(Sector solid shaped conductors must be rounded  
with dies for round-forming.)
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cross section (mm²) art.-no. die code dimensions in mm weight 

100 pcs./kg

packing 
unit

(pcs.)

tool 
recommendationAl Cu Al Cu

rm/sm* se** rm/sm* d1 d3 d2 d4 l a1 a2 total  Cu

16 25 6 21802 12 5 5,6 12 3,7 5,5 48 26 10 0,92 0,21 25

10 21804 6 4,4 6 48 26 10 0,94 0,23 25

16 21806 8 5,5 8,5 58 26 20 1,58 0,84 25 

25 35 10 21808 12 6 6,8 12 4,4 6 53 31 10 0,99 0,23 25

16 21810 8 5,5 8,5 63 31 20 1,66 0,84 25

25 21812 10 7 10 63 31 20 1,92 1,13 25

35 50 16 21814 14 8 8 14 5,5 8,5 77 41 20 2,12 0,89 25

25 21816 10 7 10 77 41 20 2,41 1,13 25

35 21818 12 8,2 12,2 77 41 20 2,99 1,71 25

50 70 25 21820 16 10 9,8 16 7 10 77 41 20 2,66 1,03 25

35 21822 12 8,2 12,2 77 41 20 3,34 1,71 25

50 21824 14 10 14,5 82 41 25 4,35 2,65 25

70 95 25 21826 18 10 11,2 18,5 7 10 84 48 20 3,62 1,06 10

35 21828 12 8,2 12,2 84 48 20 4,22 1,55 10

50 21830 14 10 14,5 89 48 25 5,33 2,65 10

70 21832 16 11,5 16,5 91 48 27 6,40 3,67 10

95 120 35 21834 22 12 13,2 22 8,2 12,2 84 48 20 5,74 1,66 10

50 21836 14 10 14,5 89 48 25 6,91 2,65 10

70 21838 16 11,5 16,5 91 48 27 7,89 3,68 10

95 21840 18 13,5 19 98 48 34 9,88 5,62 10

120 150 50 21842 22 14 14,7 23 10 14,5 92 49 25 6,65 2,73 10

70 21844 16 11,5 16,5 94 49 27 7,61 3,58 10

95 21846 18 13,5 19 103 49 34 9,72 5,62 10

120 21848 20 15,5 21 103 49 34 10,83 6,61 10

*

DW
 10/120

APW
 18, H

PW
 18

APW
 30 + H

H
W

 30, H
PW

 17, H
H

W
 10 + H

PW
 10

APW
 20  160, H

H
W

 20 + H
PW

 20, AP 10

BI-METALLIC TUBULAR COMPRESSION CONNECTORS FOR ALUMINIUM CONDUCTORS

Material: Al 99.5 and Cu according to 
                 DIN EN 13601 
Surface: uncoated
Al-sleeves are prefilled with compound

*rm = round stranded
sm = sector stranded
**se = sector solid
(Sector solid shaped conductors must be rounded  
with dies for round-forming.)
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cross section (mm²) art.-no. die code dimensions in mm weight 

100 pcs./kg

packing 
unit 

(pcs.)

tool
recommendationAl Cu Al Cu

rm / sm* se** rm/sm* d1 d3 d2 d4 l a1 a2 gesamt Cu

150 185 70 21850 25 16 16,3 25 11,5 16,5 106 58,5 27 9,59 3,58 5

95 21852 18 13,5 19 113 58,5 34 11,66 5,62 5

120 21854 20 15,5 21 113 58,5 34 12,59 6,61 5

150 21856 22 17 23,5 118 58,5 39 15,50 9,46 5 

185 240 95 21858 28 18 18,3 28,5 13,5 19 113 58,5 34 13,00 5,62 5

120 21860 20 15,5 21 113 58,5 34 14,01 6,61 5

150 21862 22 17 23,5 118 58,5 39 16,93 9,47 5

185 21864 25 19 25,5 121 58,5 42 18,53 10,97 5

240 300 120 21865 32 20 21 32 15,5 21 124 69 34 17,36 6,60 5

150 21866 22 17 23,5 129 69 39 20,08 9,27 5

185 21868 25 19 25,5 132 69 42 21,84 10,97 5

240 21870 28 21,5 29 132 69 42 28,00 14,89 5

300 – 150 21872 34 22 23,3 34 17 23,5 129 69 39 20,51 9,27 5

185 21874 25 19 25,5 134 69 42 22,58 11,19 5

240 21876 28 21,5 29 137 69 42 29,32 17,30 5

300 21878 32 24,5 32 147 69 52 34,90 22,90 5

400 – 185 21879 38 25 26 38,5 19 25,5 135 70 42 26,70 11,20 1

240 21880 28 21,5 29 138 70 42 32,90 17,30 1

300 21884 32 24,5 32 148 70 52 38,60 22,90 1

500 – 240 21886 44 28 29 44 21,5 29 155 80 42 40,20 17,30 1

300 21887 32 24,5 32 165 80 52 46,10 22,90 1

400 21888 38 27,5 38,5 185 80 70 64,36 46,30 1

APW
 18 + H

PW
 18

AP 10, H
H

W
 10

APW
 30 + H

H
W

 30, H
PW

 17

APW
 20  160, H

H
W

 20 + H
PW

 20

BI-METALLIC TUBULAR COMPRESSION CONNECTORS FOR ALUMINIUM CONDUCTORS

Material: Al 99.5 and Cu according to 
                 DIN EN 13601 
Surface: uncoated
Al-sleeves are prefilled with compound

*rm = round stranded
sm = sector stranded
**se = sector solid
(Sector solid shaped conductors must be rounded  
with dies for round-forming.)
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CRIMPING 
TOOLS
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Crimping tool DW 6/50
art.-no.: 90178

Crimping tool for crimping compression cable lugs DIN 46235, 
compression connectors DIN 46267, aluminium cable lugs and  
connectors (catalogue page 46 – 64).

application range:	 Cu 6 - 50 mm2	 (K 5 - K 14) 
	 Alu 16 - 35 mm2	 (K 10 - K 14)

The cross section can be adjusted by turning the in-built revolving 
dies. So there is no need of changing dies. Furthermore this tool 
points by small measurements, light weight and an extremely high 
crimping quality due to hexagonal-shape-crimping.

length:	 380 mm
weight:	 1,44 kg

Crimping tool PW 6/70
art.-no.: 90181

Crimping tool for crimping WEITKOWITZ tubular cable lugs and
connectors of the standard-series (catalogue page 8 - 18).
application range: 6 - 70 mm2

The cross section can be adjusted by turning the in-built revolving dies. 
So there is no need of changing dies. Furthermore this tool points by 
small measurements, light weight, optimized transmission ratio and 
an extremely high crimping quality due to precisely guided dies.

crimping profile: WM-crimping

length: 515 mm, weight: 2,02 kg

Crimping tool WW 6/50
art.-no.: 90179

Crimping tool for crimping tubular cable lugs and connectors of the 
euro-series (catalogue page 28 - 37).

application range: 6 - 50 mm2

The cross section can be adjusted by turning the in-built revolving
dies. So there is no need of changing dies. Furthermore this tool
points by small measurements, light weight and an extremely high
crimping quality due to WM-crimping.

length:	 380 mm
weight:	 1,49 kg

MECHANIC CRIMPING TOOLS
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Crimping tool DW 6/70
art.-no.: 90182

Crimping tool for crimping compression cable lugs DIN 46235, 
compression connectors DIN 46267, aluminium cable lugs and 
connectors (catalogue page 46 – 64).

application range:
Cu von 6 - 70 mm2 (K 5 - K 16), Alu von 10 - 50 mm2	 (K 10 - K 
16)

The cross section can be adjusted by turning the in-built revolving 
dies. So there is no need of changing dies. Furthermore this tool 
points by small measurements, light weight, optimized transmis-
sion ratio and an extremely high crimping quality due to precisely 
guided dies.

crimping profile: hexagonal-shape with control embossing

length: 515 mm, weight: 2,04 kg

Crimping tool DW 10/120
art.-no.: 90189

Crimping tool for crimping compression cable lugs DIN 46235, 
compression connectors DIN 46267, aluminium cable lugs and  
connectors (catalogue page 46 - 64).

application range:
Cu von 10 - 120 mm2	 (K 6 - K 20)
Alu von 10 - 70 mm2	 (K 10 - K 18)

The cross section can be adjusted by turning the in-built revolving
dies. So there is no need of changing dies.

crimping shape: hexagonal-shape with control embossing

length:	 660 mm
weight:	 4,1 kg

Crimping tool WW 10/120
art.-no.: 90188

Crimping tool for crimping tubular cable lugs and connectors of
the euro-series (catalogue page 34 - 43).

application range: 10 bis 120 mm2

The cross section can be adjusted by turning the in-built revolving 
dies. So there is no need of changing dies. Furthermore this tool 
points by small measurements, light weight and an extremely high 
crimping quality due to WM-crimping.

length:	 660 mm
weight:	 4,1 kg

MECHANIC CRIMPING TOOLS
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range of application up to
Dies, WM-shape for standard-series 300 mm²

Dies, WM-shape for cable lugs and connectors, flexible copper cables 240 mm²

Dies, hexagonal-shape for compression cable lugs + connectors  300 mm²

Dies, hexagonal-shape for Aluminium cable lugs and connectors 300 mm²

Dies for rounding sector-shaped copper and aluminium conductors 240 mm²

Dies, mandrel-shape for crimping non insulated terminals DIN 46234+VA+NI 120 mm²

Dies, for crimping insulated terminals 95 mm²

Dies square-shape for crimping cord-end-sleeves 240 mm²

Battery operated hydraulic crimping tool for cable lugs and connectors 
up to 300 mm2.

Characteristics:
• light, compact and robust design 
• ergonomic design for left- and right-handers 
• extremely quick processing due to a three-stage axial piston pump 
• automatic pressure limits and monitoring through pressure sensor 
• engine shutdown and automatic retract after completed cutting 
• manual retract with button 
• automatic energy shutdown after 5 minutes 
• save of all cuttings and error messages on internal memory 
• selections of all cycles and error messages about USB interface 
• controlled engine drive to the life extension of gearbox, engine and battery 
• multifunctional electronic (sleep-mode; maintenance indication and battery 
control) 
• integrated, intelligent electronics assembly with two multifunctional LED 
• precise, repeating exact print alignment by an electronic pressure sensor 
• battery charge level indicator directly at the battery 
• running supervision of the rest battery load 
• integrated service management and softwareupdates about the USB interface 

STILO20 - Battery Operated Hydraulic Crimping 
Tool - 60 kN  without dies

art.-no.: 91148

art.-no.: 91143

APW20 - Battery Operated Hydraulic Crimping Tool
without dies

Technical Data:
compression section max............. 6-300 mm²
press capacity............................................ 60 kN
max. stroke...............................................16 mm
operating voltage..................................... 18 Volt
weight incl. battery.......................approx.7.3 kg 
tool measurements.........385 x  125 x  80 mm

delivery completely with battery, battery 
charger and supporting loop for transport 
and safety, transport plastic case

Battery operated hydraulic crimping tool for cable lugs and connectors 
 up to 300 mm²

Characteristics:
• 3 years warranty or 20,000 work cycles
• high speed feed with double hydraulic cylinder
• variable speed for positioning of the tool
• ergonomic design for easy and safe operation
• light and compact structure
• 2-component handle with weight balance
• high performance LI-ION Battery 18V
• LED for illuminating the work area

Technical Data: 
compression section max..................................................6-300 mm²
press capacity...................................................................................60 kN
head rotation.......................................................................................360°
max. stroke.....................................................................................17 mm
operating voltage...........................................................................18 Volt
weight incl. battery...........................................................approx.7.3 kg 
tool measurements.............................................385 x  331 x  75 mm

delivery completely with battery, battery charger and 
supporting loop for transport and safety, transport 
plastic case

HYDRAULIC CRIMPING TOOLS
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APW20 - Battery Operated Hydraulic Crimping Tool
without dies

HHW 20 - Hand Operated Hydraulic Crimping Tool  
without dies

MPW 20 - Mechanic Crimping Tool  
without dies

HPW 20 - Hydraulic compression head
without dies

Hand-operated hydraulic compression tool for crimping cable lugs and 
connectors up to 240 mm2.

Characteristics:
• extremely quick processing due to a two-stage hydraulic pump
• extremely light, handy and compact construction form
• 180° revolving head with quick opening and closing
• integrated pressure relief valve, false pressings cause no damage 
  at tool nor dies
• universal usage: dies for all versions of cable lugs are available

delivery completely transport plastic case (without dies)

Technical Data:
press capacity.................................................................................................... ca. 62 kN
length......................................................................................................................396 mm
weight..........................................................................................................................2,8 kg

Hydraulic compression head for crimping cable lugs and connectors up to 
300 mm2.

Characteristics:
• light, handy, compact construction
• wide application range
• hinged head, therefore quick insertion and removal of cable  
   lugs and connectors
• quick connection via plug-in coupling free of leakage
• unior APi 20 and HPi 20 are available
• delivery in a transport caseout of plastic

Technical Data:
hydraulic pressure..................................................................max. 700 bar (70 MPa)
press capacity....................................................................................................ca. 60 kN
length......................................................................................................................198 mm
weight..........................................................................................................................1,7 kg

Hand-operated hydraulic compression tool for crimping cable lugs and 
connectors up to 300 mm2.

Characteristics:
• light, handy, compact construction
• wide application range
• 360° revolving head with quick opening and closing
• adjustable telescopic handles
• delivery in a transport bag

Technical Data: 
press capacity....................................................................................................ca. 60 kN
length.......................................................................................................560 bis 830 mm
weight..........................................................................................................................3,2 kgart.-no.: 90250

art.-no.: 91132

art.-no.: 90656

HYDRAULIC CRIMPING TOOLS
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Dies WM-shape
for crimping WEITKOWITZ cable lugs and connectors for 
Siemens Norm SN 71322, for finewiring conductors

mm2 art.-no. mm2 art.-no. mm2 art.-no.
10Sf 91745 50Sf 91749 150Sf 91753

16Sf 91746 70Sf 91750 185Sf 91754

25Sf 91747 95Sf 91751 240Sf 91755

35Sf 91748 120Sf 91752

Dies WM-shape
for crimping cable lugs and connectors of the euro-series (page 34-43).

mm2 art.-no. mm2 art.-no. mm2 art.-no.
6 91619 50 91624 185 91611

10 91620 70 91625 240 91612
16 91621 95 91626 300 91613
25 91622 120 91609
35 91623 150 91610

Dies hexagonal-shape
for crimping compression copper cable lugs DIN 46235, 
compression copper connectors DIN 46267 part 1, 
compression aluminium and aluminium/ copper cable lugs 
and connectors.

die code Cu mm2 Al mm2 die code
5 6 – 91654
6 10 – 91655
8 16 – 91656

10 25 10 91657
12 35 16 + 25 91658
14 50 35 91659
16 70 50 91660
18 95 70 91661
20 120 – 91662
22 150 95 + 120 91663
25 185 150 91664
28 240 185 91665
32 300 240 91666
34 – 300 91667

Dies for round-forming
for rounding sector-shaped copper and aluminium conductors crimping 
width: 22 mm

mm2 sm* mm2 se* art.-no.
10 – 91718
16 – 91719
25 35 91720
35 50 91721
50 70 91722
70 95 91723
95 120 91724

120 150 91725
150 185 91726
185 240 91727
240 300 91728

*sm = stranded conductors, se = solid conductors

CRIMPING DIES FOR  STILO 20, APW 20, HHW 20, MPW 20 AND HPW 20
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HHW 30 - Hand Operated Hydraulic Crimping Tool   
without dies

HPW 17 - Hydraulic Crimping Head  
without dies

APW30 - Battery Operated Hydraulic Crimping Tool
without dies

Hand operated hydraulic crimping tool for crimping cable lugs
and connectors up to 400 mm2.

Characteristics:
• extremely quick processing due to a two-stage hydraulic pump
• wide application range up to 400 mm2

• 360° revolving head with quick opening and closing
• hinged head, therefore trouble-free working even at heavely 
   accessible places
• integrated pressure relief valve, false pressings cause no damage 
   at tool nor dies
• universal usage: dies for all versions of cable lugs are available

Technical Data: 
press capacity: ca. 80 kN	 length: 550 mm	 weight: 5,4 kg

art.-no.: 91152

Battery operated hydraulic crimping tool for cable lugs and connectors 
up to 400 mm2.

Characteristics:
• three years warranty or 20,000 working cycles
• extremely quick processing due to a two-stage hydraulic pump
• variable speed for positioning the tool
• ergonomic design for fatigue-free work
• service-friendly, compact design
• two-component handle with optimum weight distribution
• LED to illuminate the working area

Technical Data: 
compression section....................................................10-400 mm²
compression force..................................................................80 kN
head rotation:............................................................................. 360°
stroke/opening width...........................................................37 mm
operating voltage........................................................................18 V
weight incl. battery............................................................ca. 5,6 kg
tool measurements........................................ 330 x 390 x 75 mm

art.-no.: 91163

delivery completely with transport case out of plastic

Hydraulic crimping head for cable lugs and connectors up to 400 mm². 
Cutting dies for coarsewiring and finewiring cables up to 28 mm 
outside diameter are available.

Characteristics:
• wide application range: cable lugs and conectors 6 - 400 mm²
• light and handy, compact construction
• hinged head, therefore quick insertion 
  and removal of cable lugs and dies
• cutting dies for cables up to 28 mm outside diameter are available
• quick connection via plug-in coupling free of leakage

Technical Data: 
hydraulic pressure....... max. 700 bar
press capacity..................... ca. 80 kN
length......................................300 mm
weight..........................................3,8 kg

art.-no.: 90651

delivery completely with crimping tool, battery, battery 
charger, carry strap, manual, transport case

HYDRAULIC CRIMPING TOOLS
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Battery operated hydraulic crimping tool for crimping cable lugs and 
connectors up to 300 mm2.

Characteristics:
• three years warranty or 20,000 working cycles
• extremely quick processing due to a two-stage hydraulic pump
• variable speed for positioning the tool
• ergonomic design for fatigue-free work
• service-friendly, compact design
• two-component handle with optimum weight distribution
• LED to illuminate the working area

Technical Data: 
compression section ....................................................... 10-300 mm²
compression force ........................................................................80 kN
head rotation:......................................................................................360°
stroke/opening width...................................................................37 mm
operating voltage............................................................................... 18 V
weight incl. battery...................................................................ca. 5,5 kg
tool measurements...............................................330 x 390 x 75 mm

art.-no.: 91168

Hand operated hydraulic crimping tool for crimping cable lugs
and connectors up to 300 mm2.

Characteristics:
• extremely quick processing due to a two-stage hydraulic pump
• wide application range up to 400 mm2

• 360° revolving head with quick opening and closing
• hinged head, therefore trouble-free working even at heavely 
  accessible places
• integrated pressure relief valve, false pressings cause no damage 
  at tool nor dies
• universal usage: dies for all versions of cable lugs are available

delivery completely with transport case out of plastic
Technical Data:
press capacity: ca. 80 kN	 length: 580 mm	 weight: 5,2 kg

art.-no.: 91157

Technical Data:

hydraulic pressure:.............max. 700 bar
press capacity:....................approx. 80 kN
length:..............................................335 mm
weight:..................................................3,6 kg

Hydraulic crimping head for cable lugs and connectors up to 300 mm².

Characteristics:
• C-head for a quick and easy insertion and a removal of cable lugs and  
  connectors, perfectly suitable for serial crimping
• quick connection because of plug-in coupling free of leakage.

delivery completely with crimping tool, battery, battery 
charger, carry strap, manual, transport case

APW35 - Battery Operated Hydraulic Crimping Tool
without dies

HHW 35 - Hand Operated Hydraulic Crimping Tool   
without dies

HPW 15 - Hydraulic Crimping Head  
without dies

HYDRAULIC CRIMPING TOOLS

art.-no.: 90602
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Dies WM-shape
for crimping cable lugs and connectors of the euro-series.

mm2 art-no. mm2 art-no.
6 90431 95 90238

10 90272 120 90266
16 90273 150 90267
25 90234 185 90268
35 90235 240 90269 
50 90236 300 90270
70 90237 400 90271

APW 35, HHW 35, HPW 15 only 6 – 300 mm2!

Dies WM-shape
for crimping WEITKOWITZ cable lugs and connectors for 
Siemens Norm SN 71322, finewiring conductors

mm2 art-no. mm2 art-no.
10Sf 91765 95Sf 91771
16Sf 91766 120Sf 91772
25Sf 91767 150Sf 91773
35Sf 91768 185Sf 91774
50Sf 91769 240Sf 91775
70Sf 91770 300Sf 91776

HPW 15, HHW 35, APW 35 only 10 – 240Sf mm2!

Dies hexagonal-shape
For crimping compression copper cable lugs DIN 46 235,
compression copper connectors DIN 46 267 part 1 and compression aluminium and 
aluminium/copper cable lugs and connectors 

die code Cu mm2 Al mm2 art-no.
5 6 – 90278
6 10 – 90279
8 16 – 90280

10 25 16 90281
12 35 25 90282
14 50 35 90283
16 70 50 90284
18 95 70 90285
20 120 – 90286
22 150 95 + 120 90287
25 185 150 90288
28 240 185 90289
32 300 240 90290
34 – 300 90292

APW 35, HHW 35, HPW 15 only K 5 – K 28!

Dies for compression copper cable lugs
2-conductor-version
For crimping compression copper cable lugs 2-conductor-version
crimping width: 12 mm (2 crimpings at each cable lug necessary)

mm2 art-no. mm2 art-no.
2 x 70 99805 2 x 120 99641
2 x 95 99640

Not suitable for APW 35, HHW 35 und HPW 15!

APW35 - Battery Operated Hydraulic Crimping Tool
without dies

HHW 35 - Hand Operated Hydraulic Crimping Tool   
without dies

HPW 15 - Hydraulic Crimping Head  
without dies

CRIMPING DIES FOR APW 30, HHW 30, APW 35, HHW 35, HPW 15 AND HPW 17
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Dies for compression tab-connectors, H-shape, copper
for crimping compression tab connectors, H-shape (page 54)

crimping width:	 70/70 mm2 =	 12 mm
	 95/95 mm2 =	 5 mm
	 120/120 mm2 =	 5 mm

mm2 art.-no. mm2 art.-no.
70/70 99805 120/120 99633
95/95 99782

Not suitable for APW 35, HHW 35 and HPW 15!

Dies for round forming
for rounding sector-shaped copper and aluminium conductors crimping width: 16 
mm

mm2 sm* mm2 se* art.-no. mm2 sm* mm2 se* art.-no.
10 – 90620 95 120 90626

16 – 90621 120 150 90627

25 35 90622 150 185 90628

35 50 90623 185 240 90629

50 70 90624 240 300 90630

70 95 90625

*sm = stranded conductors, se = solid conductors

Cutting Die
art.-no.: 90654
for coarsewiring Al- and Cu-cables without steel insertion 
up to Ø 28 mm.

art.-no.: 90655
for finewiring copper cables up to Ø 28 mm.

These dies are not suited for cutting solid conductors. Please ask
for our special solutions.

Not suitable for APW 35, HHW 35 and HPW 15!

To keep the cutting die, we recommend the assortment 
box (art.-no.: 90825).

COMPRESSION DIES FOR APW 30, HHW 30, APW 35, HHW 35, HPW 15 AND HPW 17
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Hydraulic crimping system for cable lugs and connectors up to 1000 
mm². With the help of an adaptor all dies of HPW 15 and 17 
(up to 95 mm²) can be used

Characteristics:
•	 small weight compared to the range of application
•	 excellent cost-performance ratio
•	 hinged head, therefore quick insertion and removal of cable 
	 lugs and dies
•	 extendable system for bending, punching and cutting copper 
	 and aluminium bus bars
•	 quick connection via plug-in coupling, free of leakage

Technical Data: 
crimping area:..............................................................................10 – 1000 mm²
hydraulic pressure:..........................................................................max. 700 bar
press capacity:......................................................................................ca. 200 kN
length:.........................................................................................................385 mm
weight:.............................................................................................................7,5 kg

The press head can be uncoupled from the cylinder. Both parts are 
delivered separately (therefore please order separately by using the 
article numbers named below). The cylinder is also suitable for being 
connected to the units for punching, bending and cutting aluminium and 
copper bus bars.

cylinder HPZ 25:..........................................................................art.-no.: 90662
press head HPK 18:....................................................................art.-no.: 90663

Battery operated hydraulic crimping tool for  crimping cable lugs and 
connectors up to 625 mm².

Characteristics:
• 3 years guarantee or 20.000 working cycle 
• quick infeed due to double piston hydraulic system 
• variable speed for placing the tool 
• ergonomic design for fatigue-free work 
• easy to service and compact design 
• two-piece component handles with optimal weight distribution 
• powerful Li-Ion battery 18V
• LED to illumination of the workspace

Technical Data: 
compression section:...............................................10 – 625 mm²
compression force:...............................................................130 kN
head rotation:............................................................................. 360°
opening width:........................................................................42 mm
battery voltage:...........................................................................18 V
weight incl. battery:.................................................. approx. 8.7 kg
tool measurements:....................................... 430 x 310 x 95 mm

art.-no.: 97222

delivery completely with crimping tool, battery, 
battery charger, carry strap, manual, transport case

HPW 18 - Hydraulic Crimping System  
without dies

APW18 - Battery Operated Hydraulic Crimping Tool
without dies

HYDRAULIC CRIMPING TOOLS
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Dies WM-shape
for crimping WEITKOWITZ cable lugs and connectors of the 
standard-series. Not suitable for cable lugs from other manufacturers

mm2 art.-no. mm2 art.-no.
120 90670 300 90674
150 90671 400 90675
185 90672 500 90676
240 90673 630 90677

Dies hexagonal-shape
for crimping compression copper cable lugs DIN 46 235,
compression copper connectors DIN 46 267 part 1, and compression 
aluminium and alu/copper cable lugs and connectors 

die code Cu mm² Al mm2 art.-no.

20 120 – 90681
22 150 95 + 120 90682
25 185 150 90683
28 240 185 90684
32 300 240 90685
34 – 300 90686
38 400 – 90687
38 – 400 90678
42 500 – 90688
44 – 500 90679
44 625 – 90690
52 – 625 90680
52 800 – 90691
58 – 800 90689
58 1000 – 90692

APW 18 only until 625 mm2!

Cutting dies
art.-no.: 90694

Cutting dies for HPK 18, applicable for
•	 coarsewiring aluminium and copper cables without steel 
	 insertion up to 36 mm Ø
•	 finewiring copper cables up to Ø 36 mm
These dies are not suited for cutting solid conductors.
Please ask for our special solutions

Adapter dies
art.-no.: 90693

With the help of this adaptors all crimping dies of HPW 15 and
HPW 17 up to 95 mm² (page 164 bis 160) can be used with the
compression system HPW 18. (This doesn’t apply for cutting dies 
and dies for h-shape)

CRIMPING DIES FOR APW 18 AND HPW 18



51

CUTTING TOOLS 
HYDRAULIC PUMPS

ACCESSORIES



52

KS 32R - Cable Cutter
art.-no.: 90908

One hand Control cable cutter for cutting stranded aluminium and 
copper cables and finewiring conductors up to 32 mm outside-
diameter. Not applicable for cutting steel-wires, cables with steel-
insertion and solid conductors.

Unlocking possible in any position

length: 250 mm
weight: 0,6 kg

KS 54R - Cable Cutter  
art.-no.: 90914

Very robust and smooth running cable cutter for cutting stranded 
aluminium and copper cables and finewiring conductors up to 54 mm 
outside-diameter. Not applicable for cutting steel-wires, cables with 
steel-insertion and solid conductors.

Unlocking possible in any position.

length: 300 mm
weight: 1,0 kg

MECHANIC CUTTERS
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Technical Data
cutting area	 Ø 50 mm time of loading	 approx. 30 min.

cutting forces	 30 kN measurements	 449 x 124 x 81 mm

RED li-ionen battery	 18,0V 1,5 Ah weight incl. battery	  about 2,9 kg

art.-no. description
91105 hydraulic cable cutter STILO Cut 50

91101 replacement battery  18V, 1,5 Ah

STILO CUT 50
Battery-powered hydraulic hand cable cutter to cut flexible aluminium 
and copper cables up to Ø50 mm.

Characteristics: 
• open cutting head with endless rotation 
• light, compact and robust design 
• ergonomic design for left- and right-handers 
• extremely quick processing due to a three-stage axial piston pump 
• automatic pressure limits and monitoring through pressure sensor 
• engine shutdown and automatic retract after completed cutting 
• manual retract with button 
• automatic energy shutdown after 5 minutes 
• save of all cuttings and error messages on internal memory 
• selections of all cycles and error messages about USB interface 
• controlled engine drive to the life extension of gearbox, engine and battery 
• multifunctional electronic (sleep-mode; maintenance indication and battery control) 
• integrated, intelligent electronics assembly with two multifunctional LED 
• precise, repeating exact print alignment by an electronic pressure sensor 
• battery charge level indicator directly at the battery 
• running supervision of the rest battery load 
• integrated service management and softwareupdates about the USB interface 
• battery load reaches for 120 cuts

Set Equipment:
– hydraulic cable cutter STILO CUT 50
– battery and charger 
– manual 
– software 
– USB-cable
– transport case

HYDRAULIC CUTTING TOOLS

Cutting area – fine-stranded  up to max.
Cooper 1x240 mm² and/or 4x50 mm²

Aluminium 1x500 mm² and/or 4x70 mm²

cutting area - total: up to
Cooper  max .Ø45 mm

Aluminium max. Ø50 mm
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ASW 50 F - Battery Operated Hydraulic  
Cutting Tool
 

For cut fine-wiring aluminium and copper cables  
(without steel insertion) up to 50 mm

Characteristics:
• light and compactly construction form
• cutting head with hinged breech block and knife guide
• large cutting range
• clean cut

delivery with transport nylon etui

PSW 50 F - Hydraulic Cutting Head 
 

For cut fine-wiring aluminium and copper cables  
(without steel insertion) up to 50 mm

Technical Data:
cutting force........... approx. 60 kN
hydraulic pressure.. max. 700 bar
length................................. 315 mm
weight.....................................2,8 kg

art.-no.: 90577
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Copper Cable <410

Aluminium Cable <210

art.-no.: 91193

Technical Data: 
cutting area................................................................. Ø 50 mm
cutting forces....................................................................60 kN
head rotation.......................................................................360°
battery voltage.................................................................... 18 V
weight incl. battery............................................approx. 4,9 kg
tool dimensions....................................... 447 x 331 x 75 mm

Characteristics:
• 3 years guarantee or 20.000 working cycle 
• quick infeed due to double piston hydraulic system 
• variable speed for placing the tool 
• ergonomic design for fatigue-free work 
• easy to service and compact design 
• two-piece component handles with optimal weight distribution 
• powerful Li-Ion battery 18V
• LED to illumination of the workspace

delivery completely with cutting tool, battery, battery charger, carry 
strap, manual, transport case

You find additional accessories to the ASW 45 on page 186.

art.-no.: 91186

Technical Data:
cutting forces.....................................................approx. 44 kN
battery voltage............................................................ 14,4 Volt
tool dimensions.................................... 140 x 610 x 400 mm
weight incl. battery...........................................................7,7 kg
battery charger....................220–240V, 50–60Hz, 7,2–18V
time of loading ........................................approx. 50 minutes

Characteristics:
• 3 years guarantee or 20.000 working cycle 
• quick infeed due to double piston hydraulic system 
• variable speed for placing the tool 
• ergonomic design for fatigue-free work 
• easy to service and compact design 
• two-piece component handles with optimal weight distribution 
• powerful Li-Ion battery 18V
• LED to illumination of the workspace

Delivery completely with cutting tool, battery, battery charger, carry 
strap, manual, transport case

You find additional accessories to the ASW 65 on page 186.

ASW 65 - Battery Operated Hydraulic  
Cutting Tool 
 

For cut stranded aluminium and copper cables (without steel  
insertion) up to 65 mm

HYDRAULIC CUTTING TOOLS
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Application Tensile 
strenght
N/mm²
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Copper Cabel <410
Aluminium Cabel <210

Technical Data:
cutting area..................................................................65 mm
cutting force....................................................approx. 44 kN
hydraulic pressure.........................max. 700 bar (70 MPa)
length..........................................................................330 mm
weight...............................................................approx. 4,7 kg

art.-no.: 90571

Characteristics:

• light and compact design
• open cutting head with knife guide
• easy handling by open construction
• connection due to a leakage-free plug-in coupler

delivery completely with transport case

also available:

cable cutter ASW 85 F
to cut fine-wiring aluminium and copper cables 
(without steel insertion) up to 85 mm

art.-no.: 91189

Technical Data:
cutting area..................................................................Ø 85 mm
cutting forces....................................................................70 kN
head rotation:................................................................ endless
battery voltage.................................................................... 18 V
weight incl. battery............................................approx. 6,7 kg
tool dimensions....................................... 523 x 331 x 75 mm

Characteristics:
• 3 years guarantee or 20.000 working cycle 
• quick infeed due to double piston hydraulic system 
• variable speed for placing the tool 
• ergonomic design for fatigue-free work 
• easy to service and compact design 
• two-piece component handles with optimal weight distribution 
• powerful Li-Ion battery 18V
• LED to illumination of the workspace

delivery completely with cutting tool, battery, battery charger, carry 
strap, manual, transport case

You find additional accessories to the ASW85 and ASW 85F on page 
186!

art.-no.: 97221

ASW 85 - Battery Operated Hydraulic  
Cutting Tool 
 

For cut stranded aluminium and copper cables  
(without steel insertion) up to 85 mm

PSW 65 - Hydraulic Cutting Head 
 

For cut aluminium and copper cables  
(without steel insertion) up to 65 mm

HYDRAULIC CUTTING TOOLS
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Application: Tensile 
strenght
N/mm²
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Copper Cable <410
Aluminium Cable <210

Characteristics:
• open, hydraulic cutting head with knife guide
• easy handling thanks to open design
• with stable handle
• extremely large cutting range, see table below
• clean cut

Delivery including plastic case

Technical Data:
cutting force.................................................................................approx. 65 kN
operation pressure......................................................................max. 700 bar
length......................................................................................................465 mm
weight..........................................................................................................6,9 kg

art.-no.: 90574

Technical Data:
cutting area..................................................................Ø 95 mm
cutting forces....................................................................65 kN
head rotation:................................................................ endless
battery voltage.................................................................... 18 V
weight incl. battery..................................................ca. 10,1 kg
tool dimensions.......................................603 x 345 x 90 mm

Characteristics:
• 3 years guarantee or 20.000 working cycle 
• quick infeed due to double piston hydraulic system 
• variable speed for placing the tool 
• ergonomic design for fatigue-free work 
• easy to service and compact design 
• two-piece component handles with optimal weight distribution 
• powerful Li-Ion battery 18V
• LED to illumination of the workspace

delivery completely with cutting tool, battery, battery charger, carry 
strap, manual, transport case

art-no.: 91195

ASW 95 - Battery Operated Hydraulic  
Cutting Tool
 
For cut stranded aluminium and copper cables (without steel inserti-
on) up to 95 mm

PSW 95 - Hydraulic Cutting Head 
 
For cut aluminium and copper cables (without steel insertion) up 
to 95 mm

HYDRAULIC CUTTING TOOLS
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CPW700EC - Compact Hydraulic Pump with 
Accumulator 
art.-no.: 91422

properties, control and monitoring function:

• light, compact and robust structure
• double piston technology for rapid high pressure feed
• quick tool return by high return conveyor volumetric
• pressure supervision with an electronic pressure sensor
• high performance battery (lithium-ion - without memory effect)
• start or drive up and return at the remote control
• state of charge at the battery available
• with remote control 1.5 m
• switch on at the device and with the remote control
• LED-display (green) for correct processing on the device and 
  remote control
• LED-display for battery and disturbance at the device
• automatically energy saving mode after 5 minutes
• save of all crimps and error messages on internal memory 
  (approx. 100.000 cycles)
• read out of all cycles and error messages about USB
• no uncompleted crimping cycles by running supervision of the 
   rest battery load
• control by means of microcontroller
• controlled engine drive for the life rise of gear, engine and battery
• automatic and manual retract, retract stop function
• immediate cutting opening after cut and letting go the button 
  (automatic cutting detection)
• integrated service-management
•  software update about USB connection
• temperature monitor
• you can carry the pump with a carrying strap
• you can fasten the remote control at the device, at a belt or carrying 
• strap with clamping bracket or magnet on an even surface.

delivery completely with remote control 1.5 m, flexible high pressure 
hose 1.5 m, USB-cable, Li-Ionen battery 18V 3.0 Ah, battery-charger 
device, software (CD), shoulder strap, carry bag with additional 
pockets.

Technical Data:
capacity within the range of low pressures................................................................
< 100 bar: 1.15 lit./min.
capacity within the range of pressures up to.............................................................
700 bar: 0.15 lit./min.
operation pressure............................................................................................................
700 bar (70 MPa)
power....................................................................................................................................
200 W
battery voltage....................................................................................................................
18V DC
battery capacity..................................................................................................................
3.0 Ah
operating temperature.....................................................................................................
-20°C / +55°C
tool dimensions..................................................................................................................
190 x 290 x 205 mm
weight....................................................................................................................................
approx. 4.6 kg (with battery)

HYDRAULIC PUMPS AND ACCESSORIES
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CPW700 - Compact Hydraulic Pump 
with Accumulator 
(with display) art.-no.: 91423

design like CP700EC, but with additional integrated display and following

Characteristics:
• big display for the supervision, diagnosis and attitudes:
• display of process pressure and set point
• error message (temperature, battery, crimping defect, own diagnostics)
• service data
• device parameters
• input and output element aboutI-drive (rotary knob)
• preinstalled standard program for cutting or crimping with:
• automatic or manual return flow
• hold time setting
• instep function by means of an automatic adjustment
• return stop function
• immediate cutting opening after cut and letting go the button
• (automatic cutting detection)
• storable operator program

Technical Data:
tool dimensions..............................................................................................................
190 x 290 x 205 mm
weight...............................................................................................................................
approx. 4,6 kg (with battery)

Replacement Battery  
for CPW700EC and CPW700 
18V DC 3.0 Ah 
art-no.: 91424

Power Adaptor 
for CPW700EC, CPW700, Stilo1, Stilo 20 and Stilo Cut 50
230V – 18V
art-no.: 91426

Ladder Fixing 
for CPW700EC and CPW700
art-no.: 91425

Flexible Hose
for Compact700EC and CPW700
unsuitable to safety cutting machines
1,5 m................................................................................................................art-no.: 97135
3,0 m................................................................................................................art-no.: 97153
5,0 m................................................................................................................art-no.: 97194

HYDRAULIC PUMPS AND ACCESSORIES
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illustration = art.-no.: 90404

illustration = art.-no.: 90418

Electro-hydraulic 3-cylinder-radial-piston-pump with 
transport cart

our electro-hydraulic pumps are delivered completely with an electrical control, 
pressure control valve, magnet valve, oil sight glass and 3 meter high-pressure 
hose. The operating pressure is put normally on 700 bar. The control is effected 
with a foot pedal. The pedal is equipped with a high-quality 3-point-safety wiring.
All our pumps are delivered without cutting and crimping tool.

The following variants are deliverable:
• operating voltage/pump delivery volume 230V 50Hz / 0.64 l/min.
3x400V 50Hz / 0.82 l/min.
• with transport cart or with rack
• foot pedal with one switch = version without positioning
• foot pedal with two switches = version with positioning

The version with positioning should be used at the tools to 
processing of copper and aluminium bus bars and the hydraulic puncher HLW 
138 (catalogue pages 190-199). The positioning 
guaranteed a save and point exactly work. We recommend to use the pump 
(art.-no. 91421) if you buy our hydraulic bus conductor work system BLS 120 
(page 195). This tool combination ensures you a high precision.

Special hydraulics available on request.

Transport Carts

Transport cart, with positioning, nominal capacity: 0.75 kW,
voltage 3 x 400V 50Hz, delivery rate 0.82 l/min.
weight:......................................................................................................................... 31,0 kg
art.-no.: 90404

Transport cart, with positioning, nominal capacity: 0.75 kW,
voltage 3 x 400V 50Hz, delivery rate 0.82 l/min.
weight:......................................................................................................................... 31,0 kg
art.-no.: 90417

Transport cart, nominal capacity: 0.75 kW,
voltage 3 x 400V 50Hz, delivery rate 0.82 l/min.
weight:......................................................................................................................... 30,4 kg
art.-no.: 90407

Transport cart, with positioning, nominal capacity: 0.75 kW,
voltage 230V 50Hz, delivery rate 0.64 l/min.
weight:......................................................................................................................... 33,0 kg
art.-no.: 90413

Transport cart, nominal capacity: 0.75 kW,
voltage 230V 50Hz, delivery rate 0.64 l/min.
weight:......................................................................................................................... 33,0 kg
art.-no.: 90418

HYDRAULIC PUMPS AND ACCESSORIES
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Electro-hydraulic 3-cylinderradial-piston-pump 
with rack

rack, with positioning, nominal capacity: 0.75 kW,
voltage 3 x 400V 50Hz, delivery rate 0.82 l/min.
weight..................................................................................................................24,0 kg
art.-no.: 99962

rack, nominal capacity: 0.75 kW,
voltage 3 x 400V 50Hz, delivery rate 0.82 l/min.
weight..................................................................................................................24,0 kg
art.-no.: 90406

rack, with positioning, nominal capacity: 0.75 kW,
voltage 230V 50Hz, delivery rate 0.64 l/min.
weight..................................................................................................................30,0 k
art.-no.: 90416

rack, nominal capacity: 0.75 kW,
voltage 230V 50Hz, delivery rate 0.64 l/min.
weight..................................................................................................................24,0 kg
art.-no.: 90415

rack, with positioning, nominal capacity: 0.75 kW, with automatically pressure 
switching-off and connection for end switch (for BLS120), voltage 3 x 400V 
50Hz, delivery rate 0.82 l/min.
weight..................................................................................................................24,0 kg
art.-no.: 91421

FPW 70 - Hydraulic foot pump - two-stages
art.-no.: 91401

Operating pressure max. 700 bar, with safety valve and 
3 m high pressure hose

tool dimensi..............................................................210 mm x 570 mm x 230 mm
weight..................................................................................................................23,8 kg

delivery includes metal case

illustration = art.-no.: 90415

illustration = art.-no.: 91421

HYDRAULIC PUMPS AND ACCESSORIES
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Please send to WEITKOWITZ, Peine (Germany).
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Please send to WEITKOWITZ, Peine (Germany).
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We produce according to your drawings or patterns.

Visit our website:

www.weitkowitz.de
there you will find usefull informations 

as well as special offers and much more!

SPECIAL DESIGNS MADE OF ALUMINUM OR COPPER



Weitkowitz GmbH 
Woltworfer Straße 125
D-31224 Peine – GERMANY
fon. +49 171 - 7061-0
info@weitkowitz.de
www.weitkowitz.de
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